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Item 14.  Continued.

A.  Standard Form 1442, First Page, Item 13.A.-  In the second line, change the bid opening date and time
from "02 December 1999 at 2 p.m. local time" to "09 December 1999 at 2 p.m. local time."

B.  CHANGES TO THE SPECIFICATIONS.

      1)  Replacement Pages - Replace Page 01420 – 11, with the attached new Page 01420 – 11 and EPA
Form 3510-9.

      2)  Section 08120 - ALUMINUM DOORS AND FRAMES, Page 3.-  Below the heading PART 2 
PRODUCTS, insert the following:

"The product manufacturer shall be ATLAS ARCHITECTURAL METALS, INC."

      3)  Section 08520 - ALUMINUM WINDOWS, Page 4.-  Below the heading PART 2  PRODUCTS, delete
"Product shall match Phase I of Force XXI Soldier Development Center".

and add the following:

"PEERLESS MODEL 4160 WINDOWS, F-HC 70 W/ 3 1/4" THERMAL BREAK FRAMES."

      4)  Replacement Sections - Replace the following sections with the accompanying new sections of the
same number and title, bearing the notation "ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION
NO. DACA63-00-B-0010:"

Section No.                                            Title

01320                  PROJECT SCHEDULE
01700                  CONTRACT CLOSEOUT
03100                  STRUCTURAL CONCRETE FORMWORK
03300                  CAST-IN-PLACE STRUCTURAL CONCRETE

C.  CHANGES TO THE DRAWINGS.

      1)  Sequence No. 68.

            a)  In Room Nos. G231, G232, G233, G237 and G238.-  Change interior wall designation shown in
these rooms from "C1" to "C".

            b)  Door in Room G257 shall be Door Number 26.

       2)  Sequence No. 70.-  Add the following note to General Notes:

"3.  Insulation in walls (this portion of floor plan) shall be as indicated on this sheet."

        3)  Sequence No. 72, Room J226.-  Cabinet (WK. STOR.) shown in room is NOT IN CONTRACT.

        4)  Sequence No. 75, South Elevation, Detail 2/A18/A18.-  At Drawing Grid F-2, add 2 windows in
each cast stone panel on second floor (4 additional windows) as shown on second floor plan, Sheet A15
(Seq#72).
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        5)  Sequence No. 95.-  In the LEGEND, change Note 52 to read as follows:

"52.  DOUBLE-PANE FIBERGLASS INSULATING SKYLIGHT."

END OF AMENDMENT







Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

SECTION 01320

PROJECT SCHEDULE
6/97

                              Am#0003

PART 1   GENERAL

1.1   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

        
SD-07 Schedules

Preliminary Project Schedule; FIO.

Initial Project Schedule; GA.

Periodic Schedule Updates; GA.

Three copies of the schedules, in hard copy and on data disk(s), showing 
codes, values, categories, numbers, items, etc., as required.

        
SD-08 Statements

Qualifications Of Scheduler; FIO.

Documentation showing qualifications of personnel preparing schedule 
reports.

        
SD-09 Reports

Narrative Report; FIO.

Schedule Reports; FIO.

[AM#0003]
Two copies of the reports, in hard copy and on data disk(s),  showing 
numbers, descriptions, dates, float, starts, finishes, durations, 
sequences, etc., as required.

1.2   QUALIFICATIONS OF SCHEDULER

The Contractor shall designate a scheduler who shall be responsible for the 
preparation of the project schedule and periodic updates.  This scheduler 
shall be full time on site and shall have no other duties other than the 
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project schedule.  The scheduler shall have previous experience in creating 
and reviewing computerized schedules.  The scheduler shall have the 
responsibility of updating and coordinating the schedule in a timely 
manner.  Qualifications of this individual shall be submitted to the 
Contracting Officer for review with the Preliminary Project Schedule 
submission.

PART 2   PRODUCTS (NOT APPLICABLE)

PART 3   EXECUTION

3.1   GENERAL

Pursuant to the Contract Clause, SCHEDULE FOR CONSTRUCTION CONTRACTS a 
Project Schedule as described below shall be prepared.  The scheduling of 
construction shall be the responsibility of the Contractor.  Contractor 
management personnel shall actively participate in its development.  
Subcontractors and suppliers working on the project should also contribute 
in developing and maintaining an accurate and current Project Schedule.  
The approved Project Schedule shall be used to measure the progress of the 
work, to aid in evaluating time extensions, and to provide the basis for 
all progress payments.

3.2   PROJECT SCHEDULE SUBMISSIONS

The Contractor shall provide the submissions as described below. A data 
disk and a printed, legible network diagram are required for each 
submission.  Submissions shall contain the same level of detail as is being 
used by the contractor for project management.

  
3.2.1   Preliminary Project Schedule Submission

The Preliminary Project Schedule, defining the contractor's planned 
operations for the first 90 calendar days shall be submitted within 15 
calendar days after Notice to Proceed is acknowledged unless otherwise 
approved by the Contracting officer.  Summary activities for the remainder 
of the project will be included along with budgeted costs for all 
activities.  The sum of the budgeted costs shall equal the contract amount. 
 This schedule, upon acceptance, will be used for payment purposes not to 
exceed 90 calendar days after Notice to Proceed. After that time period, 
the approved, updated Initial Schedule shall be used.

3.2.2   Initial Project Schedule Submission

The Initial Project Schedule shall be submitted for approval within 45 
calendar days after Notice to Proceed is acknowledged unless otherwise 
approved by the Contracting Officer. This schedule shall provide a logical 
sequence of activities which represent work activities throughout the 
entire project and shall be at a level of detail appropriate as defined in 
paragraph PROJECT SCHEDULE.  The Government has 30 days for approval.

3.2.3   Periodic Schedule Updates

Based on an evaluation of actual job progress during meetings specified in 
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paragraph PERIODIC PROGRESS MEETINGS, the Contractor shall submit Periodic 
Schedule Updates.  These periodic updates shall enable the Contracting 
Officer to assess the Contractor's progress. If the contractor fails or 
refuses to furnish the information and project schedule data which, in the 
judgement of the Contracting Officer or authorized representative, is 
necessary for verifying the contractor's progress, the contractor shall be 
deemed not to have provided an estimate upon which progress payments may be 
made.

3.3   SUBMISSIONS REQUIREMENTS

The following items shall be submitted by the Contractor with the Initial 
and Preliminary Project Schedule submissions and every Periodic Project 
Schedule Update throughout the life of the project:

3.3.1   Data Disks

Two data disks containing the project schedule shall be provided.  Data on 
the disks shall be in the format specified.  The automated scheduling 
software utilized by the Contractor shall be capable of direct data input 
into the scheduling system currently in use by the Government or shall be 
in Standard Data Exchange Format (SDEF) as stated below.  The Government 
can provide a list of scheduling programs which support SDEF.  (The 
Government uses Primavera for Windows, Version 2.0, subject to current 
update). The Contractor will be responsible for the accuracy of this data 
and successful data transfer to the Government.  In the event of faulty 
disk(s), the Contractor will be responsible for replacement.

3.3.1.1   Standard Data Exchange Format 

If direct exchange of data is not possible, data shall be provided in 
format according to ER 1-1-11, Appendix A, Scheduling System Data Exchange 
Format (SDEF) dated 15 June 95.  If SDEF is used, records must conform to 
the sequence, column position, length, value, and field definitions 
described in the regulation.

3.3.1.2   File Medium

Required data shall be submitted on 3.5 disks, formatted to hold 1.44 MB of 
data, under the Windows operating system.

3.3.1.3   Disk Label

A permanent exterior label shall be affixed to each disk submitted.  The 
label shall indicate the scheduling program used, format of data transfer 
(Primavera or SDEF), file name, type of schedule (original, update, or 
change), contract number, project name, project location, data date, and 
name and telephone number of person responsible for the schedule.

3.3.1.4   File Name

Each file submitted shall have a name related to either the schedule data 
date, project name, or contract number.  The Contractor shall develop a 
naming convention that will insure that the names of the files submitted 
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are unique and in sequence. 

3.3.2   Network Diagram

The Network Diagram shall be required on the preliminary and initial 
schedule submissions and on periodic schedule update submissions.  The 
Network Diagram shall depict and display the order and interdependence of 
activities and the sequence in which the activities are to be accomplished. 
 Activity numbers, descriptions, durations, budget amounts, milestones and 
constraint dates must be shown, and the critical path easily apparent.  The 
network diagram shall be hand-written on full size sheets (29" by 41") 
showing the sequence and logic of scheduled construction.  Electronic 
produced network diagrams will not be allowed unless approved by the 
Contracting Officer.  .  Legibility shall be determined upon submission of 
the Preliminary Schedule.

3.3.3   Narrative Report

A Narrative Report shall be provided with each periodic update of the 
project schedule.  The Narrative Report shall include:  a description of 
activities along the critical path, a description of current and 
anticipated problem areas or delaying factors and their impact, and an 
explanation of corrective actions to be taken if necessary to maintain 
and/or regain schedule.  This report shall be provided for use with the 
updated schedule in evaluating current progress and as an indicator of 
upcoming progress.  This report shall also accompany pay requests for 
payment evaluation.

    
3.3.4   Approved Changes

Only project schedule changes that have been previously approved by the 
Contracting Officer shall be included in the periodic schedule updates.

3.3.5   Schedule Reports

The format for each activity for the schedule reports listed below shall 
contain: Activity Numbers, Activity Description, Original Duration, 
Remaining Duration, Early Start Date, Early Finish Date, Late Start Date, 
Late Finish Date, Total Float.  Actual Start and Actual Finish Dates shall 
be printed for those activities in-progress or completed.

[AM#0003]
3.3.5.1   Activity Report

A list of all activities sorted according to activity number and then 
sorted according to Early Start Date.  For completed activities, the Actual 
Start Date shall be used as the secondary sort.

3.3.5.2   Total Float Report

A list of all activities sorted in ascending order of total float.  
Activities which have the same amount of total float shall be listed in 
ascending order of Early Start Dates.
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3.3.5.3   Earnings Report

A compilation of the Contractor=s Total Earnings on the project from the 
Notice to Proceed until the most recent Monthly Progress Meeting.

3.4   PROJECT SCHEDULE

The computer software system utilized by the Contractor to produce the 
Project Schedule shall be capable of providing all requirements of this 
specification.  Failure of the Contractor to meet the requirements of this 
specification shall result in the disapproval of the schedule.

3.4.1   Use of the Critical Path Method

The Critical Path Method (CPM) of network calculation shall be used to 
generate the Project Schedule.  The Contractor shall provide the Project 
Schedule in  the Precedence Diagram Method (PDM).

3.4.2   Level of Detail Required

The Project Schedule shall be at a level of detail appropriate for the size 
and complexity of the project.  Failure to develop or update the Project 
Schedule or provide data to the Contracting Officer at the appropriate 
level of detail, as specified by the Contracting Officer, shall result in 
the disapproval of the schedule.  The Contracting Officer will use the 
following conditions to determine the appropriate level of detail to be 
used in the Project Schedule.

3.4.3   Activity Durations

Contractor submissions shall be required to follow the direction of the 
Contracting Officer regarding reasonable activity durations.  Reasonable 
durations are those that allow the progress of activities to be accurately 
determined between payment periods.

[AM#0003]
3.4.4   Project Activities, General

Project activities shall consist of all construction activities, and will 
also include design-related activities, mobilization, demobilization, 
placement of warranty tags, O&M manuals, jobsite clean-up, and required 
testing and training.  Tasks related to the procurement of long-lead 
materials or equipment shall be included as separate activities in the 
project schedule, to include procurement, fabrication, delivery, 
installation, start-up, testing, and training.

3.4.5   Government Activities

Government and other agency activities that could impact progress shall be 
shown.  These activities include, but are not limited to the review of 
Government-approved submittals, inspections, utility tie-ins, delivery of 
Government-furnished equipment (GFE) and issuance of notice to proceed for 
phasing requirements.
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3.4.6   Resources

All appropriate activities shall be assigned resources (labor, materials, 
equipment) that are expected to be used during the execution of the 
activity.

3.4.7   Costs

All work activities shall be cost-loaded with the amount budgeted.  The sum 
of all activities in the schedule shall equal the total contract amount.

3.4.8   Responsibility

All activities shall be identified in the project schedule by the party 
responsible for performing the work.  Responsibility includes, but is not 
limited to, the subcontracting firm, contractor work force, or government 
agency performing a given task.

3.4.9   Work Areas

All activities shall be identified in the project schedule by the work area 
in which the activity occurs.

3.4.10   Modification Number

Any activity that is added or changed by contract modification, including 
modifications for claims, shall be identified by a Government-furnished 
Modification number.

3.4.11   Bid Item

All activities shall be identified in the project schedule by the Bid Item 
to which the activity belongs.  The bid item for each appropriate activity 
shall be identified by the Bid Item Code.

3.4.12   Phase of Work

All activities shall be identified in the project schedule by the phases of 
work in which the activity occurs.  The project phase of each activity 
shall be by a unique Phase of Work Code.

3.4.13   Category of Work

All Activities shall be identified in the project schedule according to the 
category of work which best describes the activity.  Category of work 
refers, but is not limited to, the procurement chain of activities 
including such items as submittals, approvals, procurement, fabrication, 
delivery, installation, start-up, and testing.  The category of work for 
each activity shall be identified by the Category of Work Code.

3.4.14   Data Dictionary

The Contractor shall submit a coding scheme that shall be used throughout 
the project for all activity codes contained in the schedule.  The coding 
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scheme submitted shall list the values for each activity code category and 
translate those values into project specific designations.  For example, a 
Responsibility Code Value, "ELE", may be identified as "Electrical 
Subcontractor."  Activity code values shall represent the same information 
throughout the duration of the contract.

3.4.15   Project Start Date

The schedule shall start no earlier than the date that the Notice to 
Proceed (NTP) is acknowledged.  The Contractor shall include as the first 
activity in the project schedule an activity called "Start Project" or 
similar.  The "Start Project" activity shall have a constraint date equal 
to the date that the NTP was acknowledged and a zero day duration.

3.4.16   Constraint of Last Activity

The Contractor shall include as the last activity in the project schedule 
an activity call "End Project".  The "End Project" activity shall have a 
constraint date equal to the completion date for the project and a zero day 
duration.  Completion of the last activity in the schedule shall be 
constrained by the currently approved contract completion date.  
Calculation on project updates shall be such that if the early finish of 
the last activity falls after the contract completion date, then the float 
calculation shall reflect a negative float on the critical path.

3.4.17   Interim Completion Dates

Contractually specified interim phasing completion dates shall also be 
constrained to show negative float if the early finish date of the last 
activity in that phase falls after the interim completion date.

3.4.18   Start Phase

The Contractor shall include as the first activity for a project phase an 
activity called "Start Phase X" where "X" refers to the phase of work.  The 
"Start Phase X" activity shall have a constraint date equal to the date 
that the NTP for the phase was acknowledged and a zero day duration.

[AM#0003]
3.4.19   End Phase

The Contractor shall include as the last activity in a project phase an 
activity called "End Phase X" where "X" refers to the phase of work.  The 
"End Phase X" activity shall have a constraint date equal to the completion 
date for the phase and a zero day duration.

[AM#0003]
3.4.20   Lag Activities

LAG Activities are not permitted.

3.4.21   Open Ends

Open Ended Activities other than the last activity, "End Project", shall 
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only be used with approval of the Contracting Officer.

3.4.22   Ownership of Float

Float available in the schedule, at any time, shall not be considered for 
the exclusive use of either the Government or the Contractor.  Use of Zero 
Free Float and Zero Total Float constraints shall not be allowed.

3.5   BASIS FOR PAYMENT

The schedule shall be the basis for measuring Contractor progress.  Lack of 
an approved schedule, scheduling personnel, or approved periodic schedule 
updates shall result in an inability of the Contracting Officer to evaluate 
Contractor progress for the purposes of payment.  In this event, progress 
payments will not be made until corrective action or additional information 
is provided which is determined sufficient in the judgement of the 
contracting Officer to analyze progress.  The contractor's pay estimates 
will be based upon the amount of work completed, as agreed upon between 
Government and Contractor personnel during the Periodic Progress Meetings 
further specified below.

3.6   DEFAULT PROGRESS DATA DISALLOWED

Actual Start and Finish dates shall not be automatically updated by default 
mechanisms that may be included in CPM scheduling software systems.  Actual 
Start and Finish dates on the CPM schedule shall match those dates provided 
from Contractor Quality Control Reports.

3.7   OUT-OF-SEQUENCE PROGRESS

Activities that have posted progress without predecessors being completed 
(Out-of-Sequence Progress) shall be allowed only by the case-by-case 
approval of the Contracting Officer.  If approval is not given, a revised 
schedule that reflects corrections to the original logic to show the 
current sequence of activities shall be submitted prior to payment being 
made for those items of work.

3.8   PERIODIC PROGRESS MEETINGS

Progress meetings to discuss progress or payment shall be at  regular 
intervals mutually agreed to at the preconstruction conference.  During 
this meeting the Contractor will describe, on an activity by activity 
basis, all proposed revisions and adjustments to the project schedule 
required to reflect the current status of the project.  During this 
meeting, the Contracting Officer or Representative will approve activity 
progress, proposed revisions, and adjustments as appropriate.

3.8.1   Meeting Attendance

The Contractor's Project Manager, Quality Control Manager or staff, and 
Scheduler shall attend the periodic progress meeting along with similar 
representation by the Government.

3.8.2   Update Submission Following Progress Meeting
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A complete update of the project schedule containing all approved progress, 
revisions, and adjustments, based on the regular progress meeting, shall be 
submitted not later than seven (7) working days after the periodic progress 
meeting.

3.8.3   Progress Meeting Agenda

Update information, including Actual Start Dates, Actual Finish Dates, 
Remaining Durations, and Cost to Date shall be subject to the approval of 
the Contracting Officer.  The following is a minimum set of items which the 
Contractor shall address, on an activity by activity basis, during each 
progress meeting:

3.8.3.1   Start and Finish Dates

The Actual Start and Actual Finish dates for each activity currently 
inprogress or completed.

3.8.3.2   Duration

The estimated Remaining Duration for each activity in progress; 
calculations must be based on Remaining Duration in applicable work periods 
for each activity.

3.8.3.3   Cost

The earnings for each activity started.  Payment shall be based on earnings 
for each in-progress or completed activity.  Payment for individual 
activities shall not be made for work that contains quality defects.  A 
portion of the overall project amount may be retained based on lack of 
satisfactory progress.

3.8.3.4   Logic Changes

All logic changes pertaining to Notice to Proceed on change orders, change 
orders to be incorporated into the schedule, contractor-proposed changes in 
work sequence, corrections to schedule logic for out-of-sequence progress, 
lag durations, and other changes that have been made pursuant to contract 
provisions shall be specifically identified and discussed.

3.9   REQUESTS FOR TIME EXTENSIONS

Any request for a time extension from the Contractor, whether as a result 
of added or changed work due to a modification, a differing site condition, 
or unusually severe weather, shall be accompanied by justification, project 
schedule data and supporting evidence as the Contracting Officer may deem 
necessary for a determination as to whether or not the Contractor is 
entitled to an extension of time under the provisions of the contract.  
Submission of proof of delay, based on revised activity logic, duration, 
and costs (updated to the specific date that the delay occurred) is 
obligatory to any approvals.  Such a request shall be in accordance with 
the requirements of other appropriate Contract Clauses and shall include, 
as a minimum:
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    a.  A list of affected activities.

    b.  A brief explanation of the causes of the change.

    c.  An analysis of the overall impact of the change proposed.

    d.  A sub-network of the affected area.

Activities impacted in each justification for change shall be identified by 
a unique activity code contained in the required data file.

3.10   DIRECTED CHANGES

If Notice to Proceed (NTP) is issued for changes prior to settlement of 
price and/or time, the Contractor shall submit proposed schedule revisions 
to the Contracting Officer within seven (7) calendar days of the NTP being 
issued.  The proposed revisions to the schedule will be approved by the 
Contracting Officer prior to inclusion of those changes within the project 
schedule.  If the Contractor fails to submit the proposed revisions, the 
Contracting Officer may furnish the Contractor suggested revisions to the 
project schedule.  The Contractor shall include these revisions in the 
project schedule until the Contractor submits revisions, and final changes 
and impacts have been negotiated.  If the Contractor has any objections to 
the revisions furnished by the Contracting Officer, then the Contractor 
shall advise the Contracting Officer within seven (7) calendar days of 
receipt of the revisions.  Regardless of the objections, the Contractor 
will continue to update their schedule with the Contracting Officer's 
revisions until a mutual agreement in the revisions may be made.  If the 
Contractor fails to submit alternative revisions within seven (7) calendar 
days of receipt of the Contracting Officer's proposed revisions, the 
Contractor will be deemed to have concurred with the Contracting Officer's 
proposed revisions.  The proposed revisions will then be the basis for an 
equitable adjustment for performance of the work.

        -- End of Section --
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SECTION 01700

CONTRACT CLOSEOUT
01/1997

                                AM#0003

PART 1   GENERAL

1.1   PAYMENT

Contract closeout activities such as, but not limited to, operation and 
maintenance manuals, record drawings, warranty requirements, equipment 
warranty identification tags, and inventories, payrolls, and shop drawing 
submittals, are subsidiary activities of the contract work; separate 
payment will not be made for any activity unless otherwise specified.  
Final contract payment will not be made until completion and approval of 
all contract closeout activities.

[AM#0003]
Testing of Heating and Air Conditioning Systems of Section 01000 has a 
value to the Government of 10% of the value of the equipment to be tested.  
The Contractor will assign that amount to any equipment that will require 
testing after substantial completion pursuant to the above referenced 
specification paragraph.

1.2   HVAC TESTING

The HVAC Testing that the Contractor schedules after substantial completion 
pursuant to paragraph entitled "Testing of Heating and Air-Conditioning 
Systems" of Section 01000 CONSTRUCTION SCHEDULE has a value to the 
Government of 10 percent of the value of the equipment to be tested.  The 
Contractor shall reserve that amount to be paid on any equipment that will 
require testing after substantial completion pursuant to the above 
referenced specification paragraph.

1.3   OPERATION AND MAINTENANCE MANUALS

The Contractor shall be responsible for the preparation, coordination, 
execution and submittal of all operation and maintenance manuals (O & M 
Manuals), including spare parts lists, special tools, inventories of 
equipment manuals and maintenance instructions, and shall conduct all 
training for operating and service personnel.  Operation and maintenance 
manuals shall cover all system installations provided in this contract and 
shall be in sufficient detail to facilitate normal maintenance and 
troubleshooting by persons with minimum experience with the installed 
equipment.

1.3.1   Submittal Requirements

All of the above listed items required in the technical specifications 
shall be submitted to the Contracting Officer not less than 90 days prior 
to the scheduled contract completion date .  Fully developed and approved 
operation and maintenance manuals shall be provided 30 days prior to 
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scheduling training for operating and service personnel.  The Contractor 
shall coordinate the content of each instruction period required in the 
technical specifications with the Contracting Officer's Representative 
prior to the actual start of the training period.

1.3.1.1   Video taping of Training for Operating and Service Personnel

Each instruction or training period as discussed above, shall be video 
taped in VHS FORMAT by the Contractor.  The taping shall include the entire 
session(s).  The original video tape(s) shall be labeled and turned over to 
the Contracting Officer.  The video camera and tapes utilized by the 
Contractor, shall be of a quality to enable clear and understandable 
playbacks of the recorded events.

1.3.1.2   Draft O & M Manuals

On those systems where complete and comprehensive operation and maintenance 
manuals cannot be fully developed until the system(s) is checked, tested, 
and/or balanced, and the checking, testing, and/or balancing has not been 
done when submittals are required, a proposed draft of those system 
manual(s) shall be submitted.  10 percent of the each subsequent scheduled 
progress payment will be retained until the complete O & M Manuals 
submittal package have been submitted and approved.  Submit fully developed 
O & M Manuals of the drafts for approval after the systems have been 
checked, tested, and/or balanced.

1.3.1.3   Commencement of Warranty of Construction

Failure to submit all specified O & M manuals, spare parts listings, spare 
parts, special tools, inventories of installed property, and training video 
tapes in a timely manner will be considered as delaying substantial 
completion of the work.  Commencement of warranty under the Contract Clause 
WARRANTY OF CONSTRUCTION will not occur until all these items are delivered 
and approved by the Contracting Officer, but not earlier than the date of 
final acceptance of the work by the Government.  When the O & M Manuals 
with drafts are approved they will not constitute a reason for delaying the 
start of the warranty period.

1.3.2   Government Possession of Work

The Government may take possession of any completed or partially completed 
work as provided for under Contract Clause entitled "USE AND POSSESSION 
PRIOR TO COMPLETION."  If the installed equipment and/or systems thereto, 
have not been accepted by the Government due to the Contractor's failure to 
submit the above specified items, the Contractor shall operate and maintain 
such plant or system at no additional cost to the Government until such 
time that the specified items have been received, approved and any 
subsequent testing, check-out and/or training has been completed.

1.4   PREPARATION AND SUBMISSION OF OPERATION AND MAINTENANCE MANUALS

This paragraph establishes general requirements for the preparation and 
submission of equipment operating, maintenance, and repair manuals as 
called for in the various sections of the specifications.  Specific 
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instruction(s) relating to a particular system or piece of equipment shall 
be incorporated into the manuals in accordance with the applicable 
technical specification.

1.4.1   General Requirements

1.4.1.1   Hard Cover Binders

The manuals shall be permanently bound and have a hard cover.  The 
following identification shall be inscribed on the cover:  the words 
"EQUIPMENT OPERATING, MAINTENANCE, AND REPAIR MANUAL:" and the name, 
building number, location, and indication of utility or systems covered.  
Manuals shall be approximately 8-1/2 by 11 inches with large sheets folded 
in and capable of being easily pulled out for reference.  All manuals for a 
single facility must be similar in appearance.

1.4.1.2   Warning Page

A warning page shall be provided to warn of potential dangers (if they 
exist), such as high voltage, toxic chemicals, flammable liquids, explosive 
materials, carcinogens, or high pressures.  The warning page shall be 
placed inside the front cover, in front of the title page.

1.4.1.3   Title Page

The title page shall show the name of the preparing firm (designer or 
contractor) and the date of publication.

1.4.1.4   Table of Contents

Provide in accordance with standard commercial practice.

1.4.2   Equipment Operating, Maintenance, and Repair Manuals

1.4.2.1   General

Separate manuals shall be provided for each utility system as defined 
hereinafter.  Manuals shall be provided in the number of copies specified 
in the applicable technical section.  Manuals shall include, in separate 
sections, the following information for each item of equipment:

    a.  Performance sheets and graphs showing capacity data, efficiencies, 
electrical characteristics, pressure drops, and flow rates.  Marked-up 
catalogs or catalog pages do not satisfy this requirement.  Performance 
information shall be presented as concisely as possible and contain only 
data pertaining to equipment actually installed.

    b.  Catalog cuts showing application information.

    c.  Installation information showing minimum acceptable requirements.

    d.  Operation and maintenance requirements.  Include adequate 
illustrative material to identify and locate operating controls, indicating 
devices and locations of areas or items requiring maintenance.
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        (1)  Describe, in detail, starting and stopping procedures for 
components, adjustments required to obtain optimum equipment performance, 
and corrective actions for malfunctions.

        (2)  Maintenance instructions describing the nature and frequency 
of routine maintenance and procedures to be followed.  Indicate any special 
tools, materials, and test equipment that may be required.

    e.  Repair information including diagrams and schematics, guidance for 
diagnosing problems, and detailed instructions for making repairs.  Provide 
troubleshooting information that includes a statement of the indication or 
symptom of trouble and the sequential instructions necessary.  Include test 
hookups to determine the cause, special tools and test equipment, and 
methods for returning the equipment to operating conditions.  Information 
may be in chart form or in tabular format with appropriate headings.

    f.  Parts lists and names and addresses of closest parts supply 
agencies.

    g.  Names and addresses of local manufacturers representatives.

1.4.2.2   Facility Heating Systems

Information shall be provided on the following equipment:  Boilers, water 
treatment, chemical feed pumps and tanks, converters, heat exchangers, 
pumps, unit heaters, fin-tube radiation, air handling units (both heating 
only and heating and cooling), and valves (associated with heating systems).

1.4.2.3   Air-Conditioning Systems

Provide information on chillers, packaged air-conditioning equipment, 
towers, water treatment, chemical feed pumps and tanks, air-cooled 
condensers, pumps, compressors, air handling units, and valves (associated 
with air-conditioning systems).

1.4.2.4   Temperature Control and HVAC Distribution Systems

a.  Provide the information described for the following equipment:

Valves, fans, air handling units, pumps, boilers, converters, and heat 
exchangers, chillers, water cooled condensers, cooling towers, and 
fin-tube radiation.

b.  Provide all information described for the following equipment:

Control air compressors, control components (sensors, controllers, 
adapters, and actuators), and flow measuring equipment.

1.4.2.5   Exterior Electrical Systems

Information shall be provided on the following equipment:  Power 
transformers, relays, reclosers, breakers, and capacitor bank controls.
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1.4.2.6   Interior Electrical Systems

Information shall be provided on the following equipment:  Relays, motor 
control centers, switchgear, solid state circuit breakers, motor 
controller, and EPS lighting systems, control systems (wire diagrams and 
troubleshooting flow chart), and special grounding systems.

1.4.2.7   Energy Management and Control System

The maintenance manual shall include descriptions of maintenance for all 
equipment, including inspection, periodic preventative maintenance, fault 
diagnosis, and repair or replacement of defective components.

1.4.2.8   Domestic Water Systems

The identified information shall be provided on the following equipment:  
Tanks, unit process equipment, pumps, motors, control and monitoring 
instrumentation, laboratory test equipment, chemical feeders, valves, 
switching gear, and automatic controls.

1.4.2.9   Fire Protection Systems

Information shall be provided on the following equipment:  Alarm valves, 
manual valves, regulators, foam and gas storage tanks, piping materials, 
sprinkler heads, nozzles, pumps, and pump drivers.

1.4.2.10   Fire Detection Systems

The maintenance manual shall include description of maintenance for all 
equipment, including inspection, periodic preventive maintenance, fault 
diagnosis, and repair or replacement of defective components.

1.4.2.11   Plumbing Systems

Information shall be provided on the following equipment:  Water heaters, 
valves, pressure regulators, backflow preventors, piping materials, and 
plumbing fixtures.

1.4.2.12   Liquid Fuels Systems

Information shall be provided on the following equipment:  Tanks, automatic 
valves, manual valves, filter separators, pumps, mechanical loading arms, 
nozzles, meters, electronic controls, electrical switch gear, and fluidic 
controls.

1.4.2.13   Cathodic Protection Systems

Information shall be provided on the following material and equipment:  
Rectifiers, meters, anodes, anode backfill, anode lead wire, insulation 
material and wire size, automatic controls (if any), rheostats, switches, 
fuses and circuit breakers, type and size of rectifying elements, type of 
oil in oil-immersed rectifiers, and rating of shunts.

1.4.2.14   Miscellaneous Systems

SECTION 01700  Page 5



Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

Information shall be provided on the following:  Communication and ADP 
systems, security and intrusion alarm, elevators, material handling, active 
solar, photovoltaic, and other similar type special systems not otherwise 
specified.

1.5   RECORD DRAWINGS

Record drawings shall be a record of the construction as installed and 
completed by the Contractor.  They are a record of all deviations, 
modifications, or changes from those drawings, however minor, which were 
incorporated in the work.  They include all the information shown on the 
contract set of drawings, any Contractor-original drawings, all additional 
work not appearing on the contract drawings, and all changes which are made 
after final inspection of the contract work.

1.5.1   Contractor-Original Record Drawings

  
Contractor-original record drawings are those drawings drawn by the 
Contractor to further explain the Contract documents such as subcontractor 
submittals for fire protection/detection and other systems, and approved 
Contractor's solutions to problems.  Submit these drawings as full-size 
reproducible sheets and CADD files.  CADD files shall conform to the 
Working CADD file requirements specified in paragraph "Final Record 
Drawings."

1.5.2   Preliminary Record Drawings

The Contractor shall mark up both a reproducible set and a set of prints to 
show as-built conditions.  These two sets, hereafter called preliminary 
record drawings, or singly, reproducibles or prints, shall be kept current 
and available on the jobsite at all times, except as noted below.  A member 
of the Contractor's Quality Control Organization shall be assigned 
responsibility for the maintenance and currency of the preliminary record 
drawings.  This assignment and any reassignment of duties concerning the 
maintenance of the record drawings shall be promptly reported to the 
Contracting Officer's representative for approval.  All changes from the 
contract drawings which are made in the work or additional information 
which might be uncovered in the course of construction, including uncharted 
utilities, shall be accurately and neatly recorded as they occur by means 
of details and notes.  All changes and/or required additions to the 
preliminary record drawings shall be clearly identified in a contrasting 
color and which is compatible with reproduction of the preliminary record 
drawings.  Preliminary record drawings shall be updated by Friday of each 
week.  During periods when the reproducibles are being copied and are 
therefore not available at the jobsite, the Contractor shall continue 
posting all required data to the prints.  The Contractor shall minimize the 
time that the reproducibles are away from the jobsite and shall update them 
with all as-built data immediately upon their return.  The preliminary 
record drawings will be jointly inspected for accuracy and completeness by 
the Contracting Officer's representative and the assigned representative of 
the Contractor's Quality Control Organization prior to submission of each 
monthly pay estimate. See paragraph, "Withholding for Preliminary Record 
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Drawings."  The record drawings shall show the following information, but 
not be limited thereto:

    a.  The location and description of utility lines or other installation 
of any kind or description known to or found to exist within the 
construction area.  The location of exterior utilities includes actual 
measured horizontal distances from utilities to permanent facilities/ 
features.  These measurements shall be within an accuracy range of 6 inches 
and shall be shown at sufficient points to permit easy location of 
utilities for future maintenance purposes.  Measurements shall be shown for 
all change of direction points and all surface or underground components 
such as valves, manholes, drop inlets, cleanouts, meter, etc.  The general 
depth range of each underground utility line shall be shown (i.e.,  3 to 4 
feet in depth).  The description of exterior utilities includes the actual 
quantity, size, and material of utility lines.

    b.   The location and size of all uncharted existing utilities 
encountered.

    c.  The location and dimensions of any changes within the building or 
structure.

    d.  Correct grade or alinement of roads, structures or utilities if any 
changes were made from contract drawings.

    e.  Correct elevations if changes were made in site grading.

    f.  Changes in details of design or additional information obtained 
from working drawings specified to be prepared and/or furnished by the 
Contractor including but not limited to fabrication, erection, installation 
plans and placing details, pipe sizes, insulation material, dimensions of 
equipment foundations, etc.

    g.  The topography and grades of all drainage installed or affected as 
a part of the project construction.

    h.  Options

Where contract drawings or specifications allow options, only the option 
selected for construction shall be shown on the record drawings.

1.5.2.1   Blue Line or Black Line Prints

Blue line or black line prints shall be full size.  All blue or black line 
prints shall exhibit good readable print with clear, sharp, dark lines, and 
shall not be smeared, faded, double imaged, or have torn or ragged edges.

1.5.2.2   Prefinal Inspection For Each Item of Work

As part of the prefinal inspection for each item of work, the preliminary 
record drawings will be reviewed.  They shall comply with this 
specification prior to scheduling the final inspection, and/or prior to 
substantial completion of the item of work.
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1.5.2.3   Preliminary Record Drawing Final Submittal

Prior to scheduling the final acceptance inspection of the last or only bid 
schedule item of work, the preliminary record drawings shall be completed 
and delivered to the Contracting Officer's Representative for review and 
approval.  If upon review, the drawings are found to contain errors and/or 
omissions, they will be returned to the Contractor for corrections.  
Failure of the Contractor to make timely delivery of the preliminary record 
drawings on any or all items of work will be cause for the Government to 
delay substantial completion and to assess liquidated damages in accordance 
with the terms and conditions of the contract.

1.5.2.4   Withholding for Preliminary Record Drawings

Failure by the Contractor to maintain current and satisfactory preliminary 
record drawings in accordance with these requirements will result in 
withholding from progress payments 10 percent of the progress payment 
amount until such time as the record drawings are brought into compliance.  
This withheld amount will be indicated on monthly payment estimates until 
the Contractor has fulfilled these contract requirements.

1.5.2.5   Final Inspection

For each interim item of work, furnish a copy of the preliminary record 
drawings for that item, which the Contractor has reproduced from the 
approved preliminary record drawing reproducibles, to the Contracting 
Officer's representative at the time of final inspection for that item.  At 
the time of final inspection on the last or only item of work, the 
Contractor shall deliver a copy of the complete set of the approved 
preliminary record drawings to the Contracting Officer's Representative.

1.5.2.6   Final Record Drawings

Upon approval of the preliminary record drawings, including the fire 
protection/detection shop drawings and other system drawings,] the approved 
preliminary record drawings will be considered the final record drawings 
and both sets will be retained by the Contracting Officer.

1.5.3   Final Record Drawings

Upon approval of the preliminary record drawings, the Contracting Officer 
will return the approved preliminary record drawing prints back to the 
Contractor.  The Contractor will then modify the CADD files as may be 
necessary to correctly show all the features of the project as it was 
constructed by bringing the contract set into agreement with the 
preliminary record drawings, including adding additional drawings and CADD 
files as may be necessary.  The Contractor shall furnish the as-built 
drawings in the same file format as the Working CADD files.  The Working 
CADD files will be furnished to the Contractor.  The Working CADD files are 
in Bentley Systems MicroStation format.  These CADD files are part of the 
permanent records of this project and the Contractor shall be responsible 
for the protection and safety thereof until returned to the Contracting 
Officer.  Drawings, tracings, or CADD files damaged or lost by the 
Contractor shall be satisfactorily replaced by the Contractor at the 
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Contractor's expense.  CADD files will be audited by the Contracting 
Officer and for accuracy and conformance to the above specified drafting 
and CADD standards.

1.5.3.1   Drafting

Only personnel proficient in the preparation of engineering drawings and 
CADD shall be employed to modify the original contract drawings, prepare 
additional new drawings, and modify the CADD files.  All modifications and 
new drawings shall conform to applicable requirements specified in the 
paragraph "CADD Standards."  The Contractor shall ensure that all delivered 
CADD digital files and data (e.g., sheet files, model files, cell/block 
libraries) are compatible with the Government's target CADD system and 
operating system, and adhere to the standards and requirements specified.  
The term "compatible" means that data is in native digital format i.e., 
.dgn (MicroStation) or .dwg (AutoCAD).  It is the responsibility of the 
Contractor to ensure this level of compatibility.  

1.5.3.2   CADD Standards

CADD drawings shall be prepared in accordance with the applicable
general and discipline-specific provisions for drawing formats, level/layer
assignments, line colors, line weights, and line types of the TSC-01 
(Tri-Service A/E/C Standards) and the COE-02 ("SWD Architectural and 
Engineering Instruction Manual (AEIM)), Chapter VIII, "Drawings."

CADD standards are located at the following Web sites:

http://tsc.wes.army.mil/html/standards/aec

Seed/prototype files, containing the Government's preset standard 
metric/English settings can be downloaded from the Internet at the 
following address:

http://www.swf.usace.army.mil/ed/stdshts.htm

Digital model files containing the Government's standard metric/English 
border sheets can be downloaded from the Internet at the following address:

http://www.swf.usace.army.mil/ed/stdshts.htm

The Contractor shall submit a written request for approval of any 
deviations from the Government's established CADD standards.  Deviations 
will not be permitted unless prior written approval of such deviations has 
been received from the Government.

1.5.3.3   Final Revisions

When final revisions have been completed, place the words "REVISED RECORD 
DRAWING," in letters at least 3/16 inch high, and the date of completion in 
the revision block above the latest existing revision notation on each 
drawing CADD file.

1.5.3.4   Border Sheets
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The border sheet to be used for any new record drawings shall be the same 
as used on the original drawings.

1.5.3.5   Copies of the Final Record Drawings

Blue line or black line prints shall be full size.  All blue or black line 
prints shall exhibit good readable print with clear, sharp, dark lines, and 
shall not be smeared, faded, double imaged, or have torn or ragged edges.

1.5.3.6   35mm Microfilm

35mm microfilm furnished by the Contractor shall meet the following 
requirements.

(1)  35mm film negatives shall be produced from the drawings as 
corrected to reflect as-built conditions, using a camera designed for 
micro-filming engineering drawings.  Reduction ratio sahll be between 
1:29 and 1:30.  Finished film image outside these limits will not be 
acceptable.

(2)  Microfilm shall have a high-contrast emulsion capable of resolving 
at least 135 lines per mm, and shall be processed in accordance with 
manufacturer's standards.  Film shall be processed and washed to meet 
archival standards for cleanliness of .005 mg of "hypo" per square inch.

(3)  Finished microfilm negatives shall have a uniform bckground 
density of .8 to 1.1 as read on a standard transmission densitometer.  
Image lines shall not be blurred or "blocked up" so as to be 
individually indistinguishable.  Negatives shall be capable of 
photographic enlargement up to the original size of the drawing without 
appreciable loss of definition as compared to the original drawing.

(4)  Finished negatives shall be free of scratches, light paths, fogged 
areas, water marks and/or air bells.

(5)  Film shall be mounted in standard aperture cards, 7-3/8" by 
3-1/4", with the title block positioned in the upper left hand corner 
of the aperature and with the emulsion side of the film down.

(6)  Each aperture card shall be identified with the following 
information typed or legibly written across the top of the card: (1) 
Name of installation; (2) Contract Number; (3) Plate or sequence 
number; (4) Title of job (first card only).

 (7)  35mm aperture cards for the originals shall be prepared in 
accordance with MIL-M-9868E for the diazo copies.

(8)  See attached sketch of smple aperture card.

1.5.3.7   Submittal Requirements

The Contractor shall submit to the Contracting Officer the final record 
drawings, consisting of two sets of full size blue line or black line 
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prints and two sets of corrected CADD files on CD-ROM disks; verification 
that the CADD files have been loaded and work on the designated computer 
systems and are error- and virus-free; the approved preliminary blue lines; 
two sets of original (silver halide) aperture cards, and two sets of diazo 
copies of the 35mm aperture cards; and all required reproduced items.  All 
paper prints, reproducible drawings, aperature cards, and CADD files will 
become the property of the Government.

1.5.4   Post-Record Drawing Work

In event the Contractor accomplishes additional work which changes the 
as-built conditions of the facility after submission of the record 
drawings, the Contractor shall furnish revised and/or additional drawings, 
hard copy[ and CADD files], as required to depict as-built conditions.  The 
requirements for these additional drawings, [including CADD files, ]will be 
the same as for the record drawings included in the original submission.

1.5.5   Payment for Final Record Drawings

The amount listed for Record Drawings in the Bidding Schedule will be paid 
to the Contractor upon the Contracting Officer's acceptance of the 
completed record drawings.

1.6   ADDITIONAL WARRANTY REQUIREMENTS

The warranty requirements specified in this paragraph are in addition to 
those specified in the Contract Clause WARRANTY OF CONSTRUCTION in Section 
00700 CONTRACT CLAUSES.

1.6.1   Performance Bond

It is understood that the Contractor's Performance Bond will remain 
effective throughout the life of all warranties and warranty extensions.  
This paragraph is applicable to the Contractor's Warranty of Construction 
only and does not apply to manufacturers' warranties on equipment, roofing, 
and other products.

    (a)  In the event the Contractor or the Contractor's designated 
representative fails to commence and diligently pursue any work required 
under the Warranty of Construction Paragraph within a reasonable time after 
receipt of written notification pursuant to the requirements thereof, the 
Contracting Officer shall have a right to demand that said work be 
performed under the Performance Bond by making written notice on the 
surety.  If the surety fails or refuses to perform the obligation it 
assumed under the Performance Bond, the Contracting Officer shall have the 
work performed by others, and after completion of the work, shall make 
demand for reimbursement of any or all expenses incurred by the Government 
while performing the work, including, but not limited to administrative 
expenses.

    (b)  Warranty repair work which arises to threaten the health or safety 
of personnel, the physical safety of property or equipment, or which 
impairs operations, habitability of living spaces, etc., will be handled by 
the Contractor on an immediate basis as directed verbally by the 
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Contracting Officer or the Contracting Officer's authorized representative. 
 Written verification will follow verbal instructions.  Failure of the 
Contractor to respond as verbally directed will be cause for the 
Contracting Officer or the Contracting Officer's authorized representative 
to have the warranty repair work performed by others and to proceed against 
the Contractor as outlined in the paragraph (a) above.

1.6.2   Pre-Warranty Conference

Prior to contract completion and at a time designated by the Contracting 
Officer or Contracting Officer's authorized representative, the Contractor 
shall meet with the Contracting Officer to develop a mutual understanding 
with respect to the requirements of Contract Clause WARRANTY OF 
CONSTRUCTION.  Communication procedures for Contractor notification of 
warranty defects, priorities with respect to the type of defect, reasonable 
time required for Contractor response, and other details deemed necessary 
by the Contracting Officer or Contracting Officer's authorized 
representative for the execution of the construction warranty shall be 
established/reviewed at this meeting.

In connection with these requirements and at the time of the Contractor's 
quality control completion inspection, the Contractor will furnish the 
name, telephone number and address of a licensed and bonded company which 
is authorized to initiate and pursue warranty work action on behalf of the 
Contractor.  This single point of contact will be located within the local 
service area of the warrantied construction, will be continuously 
available, and will be responsive to Government inquiry on warranty work 
action and status.  This requirement does not relieve the Contractor of any 
of Contractor's responsibilities in connection with Contract Clause 
WARRANTY OF CONSTRUCTION.

1.6.3   Equipment Warranty Identification Tags

The Contractor shall provide warranty identification tags on all equipment 
installed under this contract.  Tags and installation shall be in 
accordance with the requirements of Paragraph:  EQUIPMENT WARRANTY 
IDENTIFICATION TAGS.

1.6.4   Contractor's Response to Warranty Service Requirements

The following warranty service requirements are applicable to contracts for 
Fort Hood and will supersede requirements listed in Paragraph:  Warranty of 
Construction.   Following notification by the Contracting or the 
Contracting Officer's Representative the Contractor shall respond to a 
warranty service requirement identified by the Contracting Officer's 
Representative in accordance with the "Warranty Service Priority List" of 
this program.  This list prioritizes warranty work into the categories:

First Priority 1A  Perform on site inspection to evaluate situation, 
determine course of action, initiate work within 24 hours and work 
continuously to completion or relief.

Second Priority 1B  Perform on site inspection to evaluate situation, 
determine course of action, initiate work within 48 hours and work 

SECTION 01700  Page 12



Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

continuously to completion or relief.

Third Priority  All other work to be initiated within 5 work days and work 
continuously to completion or relief.

The "Warranty Service Priority List" is as follows:

1A      Air Traffic Control and Air Navigation Systems and Equipment.

1A      Air Conditioning System
            a.  Hospital.
            b.  Buildings with computer equipment.
            c.  Commissary and Main PX.
            d.  Clubs.
            e.  Barracks, mess halls, BOQ/BEQ (entire building down).
            f.  Troop medical and dental.

1B      Air Conditioning Systems
            a.  Recreational support.
            b.  Air conditioning leak in part of building, if causing
                damage. 
            c.  Admin buildings with ADP equipment not on priority list.

1A      Doors
            a.  Overhead doors not operational.

1A      Electrical
            a.  Power failure (entire area or any building operational
                after 1600 hours).
            b.  Traffic control devices.
            c.  Security lights.

1B      Electrical
            a.  Power failure (no power to a room or part of building).
            b.  Receptacle and lights.
            c.  Fire alarm systems.

1A      Gas
            a.  Leaks and breaks.
            b.  No gas to family housing unit or cantonment area.

1A      Heat
            a.  Hospital/Medical facilities.
            b.  Commissary and Main PX.
            c.  Clubs.
            d.  Area power failure affecting heat.

1B      Heat
            a.  Medical storage.
            b.  Barracks.

1A      Intrusion Detection Systems
                Finance, PX and Commissary, and high security areas.
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1B      Intrusion Detection Systems
                Systems other than priority 1A.

1A      Kitchen Equipment
            a.  Dishwasher.
            b.  All other equipment hampering preparation of a meal.

1B      Kitchen Equipment
                All other equipment not in priority 1A.

1B      Plumbing
            a.  Flush valves.
            b.  Fixture drain, supply line commode, or water pipe leaking.
            c.  Commode leaking at base.

1A      Refrigeration
            a.  Commissary.
            b.  Mess hall.
            c.  Cold storage.
            d.  Hospital.
            e.  Medical storage.

1B      Refrigeration
                Mess hall - other than walk-in refrigerators and freezers.

1A      Roof Leaks
                Temporary repairs will be made where major damage to
                property is occurring.

1B      Roof Leaks
                Check for location of leak during rain to be repaired on
                priority 2 (major damage to property is not occurring).

1A      Swimming Pools
                Chlorine leaks or broken pumps.

1A      Tank Wash Racks (Bird Baths)
                All systems which prevent tank wash.

1A      Water (Exterior)
                Normal operation of water pump station.

1B      Water (Exterior)
                No water to facility.

1A      Water, Hot (and Steam)
            a.  Hospitals.
            b.  Mess halls.
            c.  BOQ, BEQ, barracks (entire building).
            d.  Medical and dental.

1B      Water, Hot
                No hot water in portion of building listed in priority 1A
                (items a through c).
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1A      Sprinkler System
                All sprinkler systems, valves, manholes, deluge systems,
                and air systems to sprinklers.

Should parts be required to complete the work and the parts are not 
immediately available the Contractor shall have a maximum of 12 hours after 
arrival at the job site to provide the Contracting Officer's Representative 
with firm written proposals for emergency alternatives and temporary 
repairs for Government participation with the Contractor to provide 
emergency relief until the required parts are available on site for the 
Contractor to perform permanent warranty repair.  The Contractors proposals 
shall include a firm date and time that the required parts shall be 
available on site to complete the permanent warranty repair.  The 
Contracting Officer's Representative will evaluate the proposed 
alternatives and negotiate the alternative considered to be in the best 
interest of the Government to reduce the impact of the emergency condition. 
Alternatives considered by the Contracting Officer's Representative will 
include the alternative for the Contractor to "Do Nothing" while waiting 
until the required parts are available to perform permanent warranty 
repair.  Negotiating a proposal which will require Government participation 
and the expenditure of Government funds shall constitute a separate 
procurement action by the using service.

1.7   EQUIPMENT WARRANTY IDENTIFICATION TAGS

1.7.1   General Requirements

The Contractor shall provide warranty identification tags on all Contractor 
and Government furnished equipment which he has installed.

1.7.1.1   Tag Description and Installation

The tags shall be similar in format and size to the exhibits provided by 
this specification, they shall be suitable for interior and exterior 
locations, resistant to solvents, abrasion, and to fading caused by 
sunlight, precipitation, etc.  These tags shall have a permanent 
pressure-sensitive adhesive back, and they shall be installed in a position 
that is easily (or most easily) noticeable.  Contractor furnished equipment 
that has differing warranties on its components will have each component 
tagged.

1.7.1.2   Sample Tags

Sample tags shall be submitted to the Contracting Officer's Authorized 
Representative for review and approval.  These tags shall be filled out 
representative of how the Contractor will complete all other tags.

1.7.1.3   Tags for Warranted Equipment

The tag for this equipment shall be similar to the following.  Exact format 
and size will be as approved by the Contracting Officer's Authorized 
Representative.  The Contractor warranty expires (warranty expiration date) 
and the final manufacturer's warranty expiration dates will be determined 
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as specified by the Paragraph "WARRANTY OF CONSTRUCTION."

SECTION 01700  Page 16



Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

              _________________________________________________
             |              EQUIPMENT WARRANTY                 |
             |        CONTRACTOR FURNISHED EQUIPMENT           |
             |                                                 |
             |MFG_______________________ MODEL NO.____________ |
             |                                                 |
             |SERIAL NO.______________________________________ |
             |                                                 |
             |CONTRACT NO.____________________________________ |
             |                                                 |
             |CONTRACTOR NAME_________________________________ |
             |                                                 |
             |CONTRACTOR WARRANTY EXPIRES_____________________ |
             |                                                 |
             |MFG WARRANTY(IES) EXPIRE________________________ |
             |_________________________________________________|

1.7.1.4   Duplicate Information

If the manufacturer's name (MFG), model number and serial number are on the 
manufacturer's equipment data plate and this data plate is easily found and 
fully legible, this information need not be duplicated on the equipment 
warranty tag.

1.7.2   Execution

The Contractor will complete the required information on each tag and 
install these tags on the equipment by the time of and as a condition of 
final acceptance of the equipment.  The Contractor will schedule this 
activity in the Contractor progress reporting system.  The final acceptance 
inspection is scheduled based upon notice from the Contractor, thus if the 
Contractor is at fault in this inspection being delayed, the Contractor 
will, at the Contractor's own expense, update the in-service and warranty 
expiration dates on these tags.

1.7.3   Payment

The work outlined above is a subsidiary portion of the contract work, and 
has a value to the Government approximating 5% of the value of the 
Contractor furnished equipment.  The Contractor will assign up to that 
amount, as approved by the Contracting Officer's Authorized Representative.

1.7.4   Equipment Warranty Tag Replacement

Under the terms of this contract, the Contractor's warranty with respect to 
work repaired or replaced shall run for one year from the date of repair or 
replacement.  Such activity shall include an updated warranty 
identification tag on the repaired or replaced equipment.  The tag shall be 
furnished and installed by the Contractor, and shall be identical to the 
original tag, except that the Contractor's warranty expiration date will be 
one year from the date of acceptance of the repair or replacement.

1.8   INVENTORY OF CONTRACTOR FURNISHED AND INSTALLED EQUIPMENT
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A list of equipment or units of equipment that require electrical power or 
fuel, or may require removal or replacement such as AHUs, fans, air 
conditioners, compressors, condensers, boiler, thermal exchangers, pumps, 
cooling towers, tanks, fire hydrants, sinks, water closets, lavatories, 
urinals, shower stalls, and any other large plumbing fixtures, light 
fixtures, etc., shall be made and kept up to date as installed.  The list 
shall be reviewed periodically by the Government to insure completeness and 
accuracy.  Partial payment will be withheld for equipment not incorporated 
in the list.  List shall include on each item as applicable:  Description, 
Manufacturer, Model or Catalog No., Serial No., Input (power, voltage, BTU, 
etc.), Output (power, voltage, BTU, tons, etc.), Size or Capacity (tanks), 
and net inventory costs; any other data necessary to describe item and 
shall list all warrantors and warranty periods for each item of equipment. 
Final list shall be turned over to the Authorized Representative of the 
Contracting Officer at the time of the Contractor's quality control 
completion inspection.

PART 2   PRODUCTS (NOT USED)

PART 3   EXECUTION (NOT USED)

 
     -- End of Section --
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SECTION 03100

STRUCTURAL CONCRETE FORMWORK
                               AM#0003                        

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ACI INTERNATIONAL (ACI)

ACI 347R (1994) Guide to Formwork for Concrete

AMERICAN HARDBOARD ASSOCIATION (AHA)

AHA ANSI/AHA A135.4 (1995) Basic Hardboard

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 578 (1995) Rigid, Cellular Polystyrene Thermal 
Insulation

DEPARTMENT OF COMMERCE (DOC)

DOC PS 1 (1996) Voluntary Product Standard - 
Construction and Industrial Plywood

1.2   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Design; FIO.

Design analysis and calculations for form design and methodology used in 
the design.

Form Materials; FIO.

Manufacturer's data including literature describing form materials, 
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accessories, and form releasing agents.

SD-04 Drawings

Concrete Formwork; FIO.

Drawings showing details of formwork, including dimensions of fiber voids, 
joints, supports, studding and shoring, and sequence of form and shoring 
removal.

SD-06 Instructions

Form Releasing Agents; FIO.

Manufacturer's recommendation on method and rate of application of form 
releasing agents.

SD-13 Certificates

Fiber Voids; FIO.

Certificates attesting that fiber voids conform to the specified 
requirements.

SD-14 Samples

Fiber Voids; FIO.

One sample unit of fiber voids prior to installation of the voids.

1.3   DESIGN

Formwork shall be designed in accordance with methodology of ACI 347R for 
anticipated loads, lateral pressures, and stresses.  Forms shall be capable 
of producing a surface which meets the requirements of the class of finish 
specified in Section 03300 CAST-IN-PLACE STRUCTURAL CONCRETE.  Forms shall 
be capable of withstanding the pressures resulting from placement and 
vibration of concrete.

1.4   STORAGE AND HANDLING

Fiber voids shall be stored above ground level in a dry location.  Fiber 
voids shall be kept dry until installed and overlaid with concrete.

PART 2   PRODUCTS

2.1   FORM MATERIALS

2.1.1   Forms For Class A and Class B Finish

Forms for Class A and Class B finished surfaces shall be plywood panels 
conforming to DOC PS 1, Grade B-B concrete form panels, Class I or II.  
Other form materials or liners may be used provided the smoothness and 
appearance of concrete produced will be equivalent to that produced by the 
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plywood concrete form panels.  Forms for round columns shall be the 
prefabricated seamless type.

2.1.2   Forms For Class C Finish

Forms for Class C finished surfaces shall be shiplap lumber; plywood 
conforming to DOC PS 1, Grade B-B concrete form panels, Class I or II; 
tempered concrete form hardboard conforming to AHA ANSI/AHA A135.4; other 
approved concrete form material; or steel, except that steel lining on wood 
sheathing shall not be used.  Forms for round columns may have one vertical 
seam.

2.1.3   Forms For Class D Finish

Forms for Class D finished surfaces, except where concrete is placed 
against earth, shall be wood or steel or other approved concrete form 
material.

2.1.4   Retain-In-Place Metal Forms

Retain-in-place metal forms for concrete slabs and roofs shall be as 
specified in Section 05300 STEEL DECKING.

2.1.5   Form Ties

Form ties shall be factory-fabricated metal ties, shall be of the removable 
or internal disconnecting or snap-off type, and shall be of a design that 
will not permit form deflection and will not spall concrete upon removal.  
Solid backing shall be provided for each tie.  Except where removable tie 
rods are used, ties shall not leave holes in the concrete surface less than 
1/4 inch nor more than 1 inch deep and not more than 1 inch in diameter.  
Removable tie rods shall be not more than 1-1/2 inches in diameter.

2.1.6   Form Releasing Agents

Form releasing agents shall be commercial formulations that will not bond 
with, stain or adversely affect concrete surfaces.  Agents shall not impair 
subsequent treatment of concrete surfaces depending upon bond or adhesion 
nor impede the wetting of surfaces to be cured with water or curing 
compounds.

2.1.7   Fiber Voids for use under carton formed slabs [AM#3]

Fiber voids shall be the product of a reputable manufacturer regularly 
engaged in the commercial production of fiber voids.  The voids shall be 
constructed of double faced, corrugated fiberboard.  The corrugated 
fiberboard shall be fabricated of wet strength paper liners, impregnated 
with paraffin, and laminated with moisture resistant adhesive, and shall 
have a board strength of  275 psi.  Voids which are impregnated with 
paraffin after construction, in lieu of being constructed with paraffin 
impregnated fiberboard, are acceptable.  Voids shall be designed to support 
not less than  1000 psf.  To prevent separation during concrete placement 
fiber voids shall be assembled with steel or plastic banding at  4 feet on 
center maximum, or by adequate stapling or gluing as recommended by the 
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manufacturer.  Fiber voids placed under concrete slabs and that are   6 
[AM#3] inches in depth may be heavy duty "waffle box" type, constructed of 
paraffin impregnated corrugated fiberboard.

2.2    [AM#3]VOID RETAINERS

2.2.1   Precast Concrete

Precast concrete units shall have a compressive strength of not less than 
2500 psi, reinforced with 6 inch by 6 inch by W1.4 WWF wire mesh, and 12 
inches (height) by 3 feet (length) by 1-5/8 inches (thickness) in size 
unless indicated.

PART 3   EXECUTION

3.1   INSTALLATION

3.1.1   Formwork

Forms shall be mortar tight, properly aligned and adequately supported to 
produce concrete surfaces meeting the surface requirements specified in 
Section 03300 CAST-IN-PLACE STRUCTURAL CONCRETE and conforming to 
construction tolerance given in TABLE 1.  Where concrete surfaces are to 
have a Class A or Class B finish, joints in form panels shall be arranged 
as approved.  Where forms for continuous surfaces are placed in successive 
units, the forms shall fit over the completed surface to obtain accurate 
alignment of the surface and to prevent leakage of mortar.  Forms shall not 
be reused if there is any evidence of surface wear and tear or defects 
which would impair the quality of the surface.  Surfaces of forms to be 
reused shall be cleaned of mortar from previous concreting and of all other 
foreign material before reuse.  Form ties that are to be completely 
withdrawn shall be coated with a nonstaining bond breaker.

3.1.2   Fiber Voids

Voids shall be placed on a smooth firm dry bed of suitable material, to 
avoid being displaced vertically, and shall be set tight, with no buckled 
cartons, in order that horizontal displacement cannot take place.  Each 
section of void shall have its ends sealed by dipping in paraffin, with any 
additional cutting of voids at the jobsite to be field dipped in the same 
type of sealer, unless liners and flutes are completely impregnated with 
paraffin.  Prior to placing reinforcement, the entire formed area for slabs 
shall be covered with a 4 x 8 feet minimum flat sheets of fiber void 
corrugated fiberboard.  Joints shall be sealed with a moisture resistant 
tape having a minimum width of 3 inches.  If voids are destroyed or damaged 
and are not capable of supporting the design load, they shall be replaced 
prior to placing of concrete.

3.1.3    Preccast Concrete [AM#3] Retainers

 Precast concrete void retainers shall be installed, continuously, on both 
sides of  formed 6" voids under grade beams, in order to retain the voids. 

3.2   CHAMFERING
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Except as otherwise shown, external corners that will be exposed shall be 
chamfered, beveled, or rounded by moldings placed in the forms.

3.3   COATING

Forms for Class A and Class B finished surfaces shall be coated with a form 
releasing agent before the form or reinforcement is placed in final 
position.  The coating shall be used as recommended in the manufacturer's 
printed or written instructions.  Forms for Class C and D finished surfaces 
may be wet with water in lieu of coating immediately before placing 
concrete, except that in cold weather with probable freezing temperatures, 
coating shall be mandatory.  Surplus coating on form surfaces and coating 
on reinforcing steel and construction joints shall be removed before 
placing concrete.

3.4   REMOVAL OF FORMS

Forms shall be removed preventing injury to the concrete and ensuring the 
complete safety of the structure.  Formwork for columns, walls, side of 
beams and other parts not supporting the weight of concrete may be removed 
when the concrete has attained sufficient strength to resist damage from 
the removal operation but not before at least 24 hours has elapsed since 
concrete placement.  Supporting forms and shores shall not be removed from 
beams, floors and walls until the structural units are strong enough to 
carry their own weight and any other construction or natural loads.  
Supporting forms or shores shall not be removed before the concrete 
strength has reached 70 percent of design strength, as determined by field 
cured cylinders or other approved methods.  This strength shall be 
demonstrated by job-cured test specimens, and by a structural analysis 
considering the proposed loads in relation to these test strengths and the 
strength of forming and shoring system.  The job-cured test specimens for 
form removal purposes shall be provided in numbers as directed and shall be 
in addition to those required for concrete quality control.  The specimens 
shall be removed from molds at the age of 24 hours and shall receive, 
insofar as possible, the same curing and protection as the structures they 
represent.

TABLE 1

TOLERANCES FOR FORMED SURFACES

  1.  Variations from the           In any 10 feet of 
      plumb:                        length ----------------- 1/4 inch

      a.  In the lines and          Maximum for entire 
          surfaces of columns,      length ------------------- 1 inch
          piers, walls and
          in arises

      b.  For exposed corner        In any 20 feet of 
          columns,control-joint     length -----------  ---- 1/4 inch
          grooves, and other        Maximum for entire  
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TABLE 1

TOLERANCES FOR FORMED SURFACES

          conspicuous lines         length------------------ 1/2 inch

  2.  Variation from the            In any 10 feet of 
      level or from the             length ------------------1/4 inch
      grades indicated              In any bay or in any 20 
      on the drawings:              feet of length---------- 3/8 inch

      a.  In slab soffits,          Maximum for entire 
          ceilings, beam soffits,   length ----------------- 3/4 inch
          and in arises, measured
          before removal of
          supporting shores

      b.  In exposed lintels,       In any bay or in any 20 feet of
          sills, parapets,          length ----------- ----- 1/4 inch
          horizontal grooves,       Maximum for entire
          and other conspicuous     length------------------ 1/2 inch
          lines

  3.  Variation of the linear       In any 20 feet --------- 1/2 inch
      building lines from           Maximum -----------------1 inch
      established position
      in plan

  4.  Variation of distance         1/4 inch per 10 feet of distance,
      between walls, columns,       but not more than 1/2 inch in any
      partitions                    one bay,and not more than 1 inch
                                    total variation

  5.  Variation in the              Minus ---------------- 1/4 inch
      sizes and locations           Plus ----------------- 1/2 inch
      of sleeves, floor
      openings, and wall opening

  6.  Variation in                  Minus ----------------- 1/4 inch
      cross-sectional               Plus ------------------ 1/2 inch
      dimensions of columns
      and beams and in the
      thickness of slabs and walls

  7.  Footings:

      a.  Variation of dimensions   Minus ------------------ 1/2 inch
          in plan                   Plus ------------------- 2 inches
                                    when formed or plus 3 inches
                                    when placed against unformed
                                    excavation

      b.  Misplacement of           2 percent of the footing

SECTION 03100  Page 6



Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

TABLE 1

TOLERANCES FOR FORMED SURFACES

          eccentricity              width in the direction of
                                    misplacement but not more than
                                    2 inches

      c.  Reduction in thickness    Minus ------------------ 5 percent
          of specified thickness

  8.  Variation in steps:           Riser ------------------ 1/8 inch

      a.  In a flight of stairs     Tread ------------------ 1/4 inch

      b.  In consecutive steps      Riser ------------------ 1/16 inch
                                    Tread ------------------ 1/8 inch

    -- End of Section --
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SECTION 03300

CAST-IN-PLACE STRUCTURAL CONCRETE
                    AM#0003

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

ACI INTERNATIONAL (ACI)

ACI 117/117R (1990; Errata) Standard Tolerances for 
Concrete Construction and Materials

ACI 211.1 (1991) Standard Practice for Selecting 
Proportions for Normal, Heavyweight, and 
Mass Concrete

ACI 211.2 (1998) Standard Practice for Selecting 
Proportions for Structural Lightweight 
Concrete

ACI 213R (1987) Guide for Structural Lightweight 
Aggregate Concrete

ACI 214.3R (1988) Simplified Version of the 
Recommended Practice for Evaluation of 
Strength Test Results of Concrete

ACI 301 (1996) Standard Specifications for 
Structural Concrete

ACI 303R (1991) Guide to Cast-In-Place 
Architectural Concrete Practice

ACI 305R (1991) Hot Weather Concreting

ACI 318/318R (1995) Building Code Requirements for 
Reinforced Concrete and Commentary

AMERICAN ASSOCIATION OF STATE HIGHWAY AND TRANSPORTATION OFFICIALS 
(AASHTO)

AASHTO M 182 (1991) Burlap Cloth Made From Jute or Kenaf

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)
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ASTM C 31 (1996) Making and Curing Concrete Test 
Specimens in the Field

ASTM C 33 (1997) Concrete Aggregates

ASTM C 39 (1996) Compressive Strength of Cylindrical 
Concrete Specimens

ASTM C 42 (1994) Obtaining and Testing Drilled Cores 
and Sawed Beams of Concrete

ASTM C 78 (1994) Flexural Strength of Concrete 
(Using Simple Beam With Third-Point 
Loading)

ASTM C 94 (1997) Ready-Mixed Concrete

ASTM C 131 (1996) Resistance to Degradation of 
Small-Size Coarse Aggregate by Abrasion 
and Impact in the Los Angeles Machine

ASTM C 136 (1996a) Sieve Analysis of Fine and Coarse 
Aggregates

ASTM C 150 (1997) Portland Cement

ASTM C 171 (1997) Sheet Materials for Curing Concrete

ASTM C 172 (1997) Sampling Freshly Mixed Concrete

ASTM C 173 (1996) Air Content of Freshly Mixed 
Concrete by the Volumetric Method

ASTM C 192 (1995) Making and Curing Concrete Test 
Specimens in the Laboratory

ASTM C 231 (1997) Air Content of Freshly Mixed 
Concrete by the Pressure Method

ASTM C 260 (1995) Air-Entraining Admixtures for 
Concrete

ASTM C 309 (1997) Liquid Membrane-Forming Compounds 
for Curing Concrete

ASTM C 330 (1989) Lightweight Aggregates for 
Structural Concrete

ASTM C 494 (1992) Chemical Admixtures for Concrete

ASTM C 496 (1996) Splitting Tensile Strength of 
Cylindrical Concrete Specimens

ASTM C 552 (1991) Cellular Glass Thermal Insulation
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ASTM C 567 (1991) Unit Weight of Structural 
Lightweight Concrete

ASTM C 618 (1997) Coal Fly Ash and Raw or Calcined 
Natural Pozzolan for Use as a Mineral 
Admixture in Concrete

ASTM C 685 (1995a) Concrete Made by Volumetric 
Batching and Continuous Mixing

ASTM C 881 (1990) Epoxy-Resin-Base Bonding Systems 
for Concrete

ASTM C 937 (1980; R 1991) Grout Fluidifier for 
Preplaced-Aggregate Concrete

ASTM C 940 (1989) Expansion and Bleeding of Freshly 
Mixed Grouts for Preplaced-Aggregate 
Concrete in the Laboratory

ASTM C 1017 (1992) Chemical Admixtures for Use in 
Producing Flowing Concrete

ASTM C 1059 (1991) Latex Agents for Bonding Fresh to 
Hardened Concrete

ASTM C 1064 (1986; R 1993) Temperature of Freshly 
Mixed Portland Cement Concrete

ASTM C 1077 (1997) Laboratories Testing Concrete and 
Concrete Aggregates for Use in 
Construction and Criteria for Laboratory 
Evaluation

ASTM C 1107 (1997) Packaged Dry, Hydraulic-Cement 
Grout (Nonshrink)

ASTM D 75 (1987; R 1992) Sampling Aggregates

ASTM D 1751 (1983; R 1991) Preformed Expansion Joint 
Filler for Concrete Paving and Structural 
Construction (Nonextruding and Resilient 
Bituminous Types)

ASTM D 1752 (1984; R 1992) Preformed Sponge Rubber and 
Cork Expansion Joint Fillers for Concrete 
Paving and Structural Construction

ASTM E 96 (1995) Water Vapor Transmission of 
Materials

ASTM E 1155 (1996) Determining Floor Flatness and 
Levelness Using the F-Number System
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CORPS OF ENGINEERS (COE)

COE CRD-C 94 (1995) Surface Retarders

COE CRD-C 104 (1980) Method of Calculation of the 
Fineness Modulus of Aggregate

COE CRD-C 400 (1963) Requirements for Water for Use in 
Mixing or Curing Concrete

COE CRD-C 521 (1981) Standard Test Method for Frequency 
and Amplitude of Vibrators for Concrete

COE CRD-C 540 (1971; R 1981) Standard Specification for 
Nonbituminous Inserts for Contraction 
Joints in Portland Cement Concrete 
Airfield Pavements, Sawable Type

COE CRD-C 572 (1974) Corps of Engineers Specifications 
for Polyvinylchloride Waterstop

NATIONAL INSTITUTE OF STANDARDS AND TECHNOLOGY (NIST)

NIST HB 44 (1997) NIST Handbook 44:  Specifications, 
Tolerances, and Other Technical 
Requirements for Weighing and Measuring 
Devices

NATIONAL READY-MIXED CONCRETE ASSOCIATION (NRMCA)

NRMCA CPMB 100 (1990) Concrete Plant Standards

NRMCA TMMB 100 (1994) Truck Mixer Agitator and Front 
Discharge Concrete Carrier Standards

NRMCA QC 3 (1984) Quality Control Manual:  Section 3, 
Plant Certifications Checklist: 
Certification of Ready Mixed Concrete 
Production Facilities

1.2   LUMP SUM CONTRACT

Under this type of contract concrete items will be paid for by lump sum and 
will not be measured.  The work covered by these items consists of 
furnishing all concrete materials, reinforcement, miscellaneous embedded 
materials, and equipment, and performing all labor for the forming, 
manufacture, transporting, placing, finishing, curing, and protection of 
concrete in these structures.

1.3   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
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following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-08 Statements

Mixture Proportions; GA.

The results of trial mixture design studies along with a statement giving 
the maximum nominal coarse aggregate size and the proportions of 
ingredients that will be used in the manufacture of each strength or class 
of concrete, at least 14 days prior to commencing concrete placing 
operations.  Aggregate weights shall be based on the saturated surface dry 
condition.  The statement shall be accompanied by test results from an 
approved independent commercial testing laboratory, showing that mixture 
design studies have been made with materials proposed for the project and 
that the proportions selected will produce concrete of the qualities 
indicated.  No substitutions shall be made in the materials used in the 
mixture design studies without additional tests to show that the quality of 
the concrete is satisfactory.

 

 
 

  [AM#3]

SD-09 Reports

Testing and Inspection for Contractor Quality Control; GA.

Certified copies of laboratory test reports, including mill tests and all 
other test data, for portland cement, blended cement, pozzolan, ground 
granulated blast furnace slag, silica fume, aggregate, admixtures, and 
curing compound proposed for use on this project.

SD-13 Certificates

Qualifications; FIO.

Written documentation for Contractor Quality Control personnel.

SD-14 Samples

Surface Retarder; FIO.

Surface retarder material with manufacturer's instructions for application 
in conjunction with air-water cutting.

1.4   QUALIFICATIONS

Contractor Quality Control personnel assigned to concrete construction 
shall be American Concrete Institute (ACI) Certified Workmen in one of the 
following grades or shall have written evidence of having completed similar 
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qualification programs:

         Concrete Field Testing Technician, Grade I
         Concrete Laboratory Testing Technician, Grade I or II
         Concrete Construction Inspector, Level II

   All personnel performing sampling and testing of concrete will be ACI      
certified as a Level I field testing technician.  ACI personnel will          
remain on site during entire concrete placement.

The foreman or lead journeyman of the flatwork finishing crew shall have 
similar qualification for ACI Concrete Flatwork Technician/Finisher or 
equal, with written documentation.

1.5   GENERAL REQUIREMENTS

1.5.1   Tolerances

Except as otherwise specified herein, tolerances for concrete batching, 
mixture properties, and construction as well as definition of terms and 
application practices shall be in accordance with ACI 117/117R.  Level and 
grade tolerance measurements of slabs shall be made as soon as possible 
after finishing; when forms or shoring are used, the measurements shall be 
made prior to removal.

1.5.1.1   Floors

For the purpose of this Section the following terminology correlation 
between ACI 117/117R and this Section shall apply:

         Floor Profile Quality
  Classification From ACI 117/117R             This Section
  --------------------------------------          ---------------------

  Conventional Bullfloated                                Same
  Conventional Straightedged                              Same
  Flat                                     Float Finish or Trowel Finish
  Very Flat                                Same.  Use only with F-system

Levelness tolerance shall not apply where design requires floors to be 
sloped to drains or sloped for other reasons.

1.5.1.2   Floors by the F-Number System

The flatness and levelness of floors shall be carefully controlled and the 
tolerances shall be measured by the F-Number system of Paragraph 4.5.6 and 
4.5.6.1 of ACI 117/117R.  The Contractor shall furnish an approved floor 
profilograph or other equipment capable of measuring the floor flatness 
(FF) number and the floor levelness (FL) number in accordance with ASTM E 
1155.  The Contractor shall perform the tolerance measurements within 72 
hours after floor slab construction while being observed by the Contracting 
Officer.  The tolerances of surfaces beyond the limits of ASTM E 1155 (the 
areas within  24 inches of embedments and construction joints) shall be 

SECTION 03300  Page 6



Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

acceptable to the Contracting Officer. Tolerances of the following areas 
shall meet the requirements for the listed surfaces as specified in 
paragraphs 4.5.6 and 4.5.6.1 of ACI 117/117R.

                                Minimum local F number
                               Flatness F(f)   Level F(l)
                Bullfloated-        13            10         All Areas        
                Straightedged-      15            10         All Areas        
                Float Finish-       15            10         All Areas        
                Trowel Finish-      15            10         All Areas        
                Very Flat-          25            15         All Areas        

1.5.1.3   Floors by the Straightedge System

The flatness of the floors shall be carefully controlled and the tolerances 
shall be measured by the straightedge system as specified in paragraph 
4.5.7 of ACI 117/117R, using a  10 foot straightedge, within 72 hours after 
floor slab installation and before shores and/or forms are removed.  The 
listed tolerances shall be met at any and every location at which the 
straightedge can be placed.

  Bullfloated   1/2"   
  Straightedged 5/16"  
  Float Finish  3/16"  
  Trowel Finish 1/8"   

1.5.2   Strength Requirements and w/c Ratio

1.5.2.1   Strength Requirements

Specified compressive strength (f'c) shall be as follows:

COMPRESSIVE STRENGTH                    STRUCTURE OR PORTION OF STRUCTURE 
                                                                              
 3000 psi at 28 days              [Am#3]  All Areas  
                                          
 [AM#3]  Concrete made with high-early strength cement shall have a 7-day 
strength equal to the specified 28-day strength for concrete made with Type 
I or II portland cement.  Compressive strength shall be determined in 
accordance with ASTM C 39.  Flexural strength shall be determined in 
accordance with ASTM C 78.

a.  Evaluation of Concrete Compressive Strength.  Compressive strength 
specimens (6 by 12 inch cylinders) shall be fabricated by the 
Contractor and laboratory cured in accordance with ASTM C 31/C 31M 
and tested in accordance with ASTM C 39.  The strength of the 
concrete will be considered satisfactory so long as the average of 
all sets of three consecutive test results equals or exceeds the 
specified compressive strength f'c and no individual test result 
falls below the specified strength f'c by more than 500 psi.  A 
"test" is defined as the average of two companion cylinders, or if 
only one cylinder is tested, the results of the single cylinder 
test.  Additional analysis or testing, including taking cores 
and/or load tests may be required at the Contractor's expense when 
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the strength of the concrete in the structure is considered 
potentially deficient.

   (1)  Testing.  Samples for strength tests of each class of 
concrete shall be taken not less than once a day, not less than 
once for each 100 cubic yards, nor less than once per each 5000 
square feet of surface area for slabs or walk; whichever is 
greater.  Field cured specimens for determining form removal time 
or when a structure may be put in service shall be made in numbers 
directed to check the adequacy of curing and protection of 
concrete in the structure.  The  specimens shall be removed from 
the molds at the age of 24 hours and shall be cured and protected, 
insofar as possible, in the same manner as that given to the 
portion of the structure the samples represent.

b.  Investigation of Low-Strength Compressive Test Results.  When any 
strength test of standard-cured test cylinders falls below the 
specified strength requirement by more than 500 psi or if tests of 
field-cured cylinders indicate deficiencies in protection and 
curing, steps shall be taken to assure that the load-carrying 
capacity of the structure is not jeopardized.  When the strength 
of concrete in place is considered potentially deficient, cores 
shall be obtained and tested in accordance with ASTM C 42.  At 
least three representative cores shall be taken from each member 
or area of concrete in place that is considered potentially 
deficient.  The location of cores will be determined by the 
Contracting Officer to least impair the strength of the structure. 
 Concrete in the area represented by the core testing will be 
considered adequate if the average strength of the cores is equal 
to at least 85 percent of the specified strength requirement and 
if no single core is less than 75 percent of the specified 
strength requirement.  Non-destructive tests (tests other than 
test cylinders or cores) shall not be used as a basis for 
acceptance or rejection.  The Contractor shall perform the coring 
and repair the holes.  Cores will be tested by the Government.

c.  Load Tests.  If the core tests are inconclusive or impractical to 
obtain or if structural analysis does not confirm the safety of 
the structure, load tests may be directed by the Contracting 
Officer in accordance with the requirements of ACI 318/318R.  
Concrete work evaluated by structural analysis or by results of a 
load test as being understrength shall be corrected in a manner 
satisfactory to the Contracting Officer.  All investigations, 
testing, load tests, and correction of deficiencies shall be 
performed by and at the expense of the Contractor and must be 
approved by the Contracting Officer, except that if all concrete 
is found to be in compliance with the drawings and specifications, 
the cost of investigations, testing, and load tests will be at the 
expense of the Government.

 [AM#3]

1.5.2.2   Water-Cement Ratio
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Maximum water-cement ratio (w/c) for normal weight concrete shall be as 
follows:

WATER-CEMENT RATIO, BY WEIGHT        STRUCTURE OR PORTION OF STRUCTURE
                                                             
               0.50 to 0.55                           All of structure

These w/c's may cause higher strengths than that required above for 
compressive or flexural strength.  The maximum w/c required will be the 
equivalent w/c as determined by conversion from the weight ratio of water 
to cement plus pozzolan, silica fume, and ground granulated blast furnace 
slag (GGBF slag) by the weight equivalency method as described in ACI 211.1. 
 In the case where silica fume or GGBF slag is used, the weight of the 
silica fume and GGBF slag shall be included in the equations of ACI 211.1 
for the term P which is used to denote the weight of pozzolan.

1.5.3   Air Entrainment

  All [AM#3] normal weight concrete shall be air entrained to contain 
between 3 and 5 percent total air, except that when the nominal maximum 
size coarse aggregate is  3/4 inch or smaller it shall be between 4.5 and 
7.5 percent.  Specified air content shall be attained at point of placement 
into the forms.  Air content for normal weight concrete shall be determined 
in accordance with ASTM C 231.   [AM#3]

1.5.4   Slump

Slump of the concrete, as delivered to the point of placement into the 
forms, shall be within the following limits.  Slump shall be determined in 
accordance with ASTM C 143.

                                                  Slump
      Structural Element             Minimum                  Maximum
    _________________________        _______                  _______

  Walls, columns and beams            2 in.                   4 in.

  Foundation walls, substructure
  walls, footings, slabs              1 in.                   3 in.

  Any structural concrete approved
  for placement by pumping:
     At pump                          4 in.                   6 in.

If plasticizers are used, they will be added at project site.
When use of a plasticizing admixture conforming to ASTM C 1017 or when a 
Type F or G high range water reducing admixture conforming to ASTM C 494 is 
permitted to increase the slump of concrete, concrete shall have a slump of 
2 to 4 inches before the admixture is added and a maximum slump of 8 inches 
at the point of delivery after the admixture is added. For troweled floors, 
slump of structural lightweight concrete with normal weight sand placed by 
pump shall not exceed 5 inches at the point of placement.  For other slabs, 
slump of lightweight concrete shall not exceed 4 inches at point of 
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placement.

1.5.5   Concrete Temperature

The temperature of the concrete as delivered shall not exceed 90 degrees F.
  When the ambient temperature during placing is 40 degrees F or less, or 
is expected to be at any time within 6 hours after placing, the temperature 
of the concrete as delivered shall be between 55 and 75 degrees F.

1.5.6   Size of Coarse Aggregate

The largest feasible nominal maximum size aggregate (NMSA) specified in 
paragraph AGGREGATES shall be used in each placement.  However, nominal 
maximum size of aggregate shall not exceed any of the following: 
three-fourths of the minimum cover for reinforcing bars, three-fourths of 
the minimum clear spacing between reinforcing bars, one-fifth of the 
narrowest dimension between sides of forms, or one-third of the thickness 
of slabs or toppings.

1.5.7   Special Properties and Products

Concrete may contain admixtures other than air entraining agents, such as 
water reducers, superplasticizers, or set retarding agents to provide 
special properties to the concrete, if specified or approved.  Any of these 
materials to be used on the project shall be used in the mix design studies.

1.5.8   Lightweight Aggregate Structural Concrete

 [AM#3]

1.5.9   Technical Service for Specialized Concrete

The services of a factory trained technical representative shall be 
obtained to oversee proportioning, batching, mixing, placing, 
consolidating, and finishing of specialized structural concrete, such as 
the use of admixtures in concrete.  The technical representative shall be 
on the job full time until the Contracting Officer is satisfied that field 
controls indicate concrete of specified quality is furnished and that the 
Contractor's crews are capable of continued satisfactory work.  The 
technical representative shall be available for consultation with, and 
advice to, Government forces.

1.6   MIXTURE PROPORTIONS

Concrete shall be composed of portland cement, other cementitious and 
pozzolanic materials as specified, aggregates, water and admixtures as 
specified.

1.6.1   Proportioning Studies for Normal Weight Concrete

Trial design batches, mixture proportioning studies, and testing 
requirements for various classes and types of concrete specified shall be 
the responsibility of the Contractor.  Except as specified for flexural 
strength concrete, mixture proportions shall be based on compressive 
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strength as determined by test specimens fabricated in accordance with ASTM 
C 192 and tested in accordance with ASTM C 39.  Samples of all materials 
used in mixture proportioning studies shall be representative of those 
proposed for use in the project and shall be accompanied by the 
manufacturer's or producer's test reports indicating compliance with these 
specifications.  Trial mixtures having proportions, consistencies, and air 
content suitable for the work shall be made based on methodology described 
in ACI 211.1, using at least three different water-cement ratios for each 
type of mixture, which will produce a range of strength encompassing those 
required for each class and type of concrete required on the project.  The 
maximum water-cement ratios required in the paragraph Maximum Allowable w/c 
Ratio will be the equivalent water-cement ratio as determined by conversion 
from the weight ratio of water to cement plus pozzolan, silica fume, and 
ground granulated blast furnace slag (GGBF slag) by the weight equivalency 
method as described in ACI 211.1.  In the case where silica fume or GGBF 
slag is used, the weight of the silica fume and GGBF slag shall be included 
in the equations in ACI 211.1 for the term P, which is used to denote the 
weight of pozzolan.  If pozzolan is used in the concrete mixture, the 
minimum pozzolan content shall be 15 percent by weight of the total 
cementitious material, and the maximum shall be 35 percent.  Laboratory 
trial mixtures shall be designed for maximum permitted slump and air 
content.  Separate sets of trial mixture studies shall be made for each 
combination of cementitious materials and each combination of admixtures 
proposed for use.  No combination of either shall be used until proven by 
such studies, except that, if approved in writing and otherwise permitted 
by these specifications, an accelerator or a retarder may be used without 
separate trial mixture study.  Separate trial mixture studies shall also be 
made for concrete for any conveying or placing method proposed which 
requires special properties and for concrete to be placed in unusually 
difficult placing locations.  The temperature of concrete in each trial 
batch shall be reported.  For each water-cement ratio, at least three test 
cylinders for each test age shall be made and cured in accordance with ASTM 
C 192.  They shall be tested at 7 and 28 days in accordance with ASTM C 39. 
 From these test results, a curve shall be plotted showing the relationship 
between water-cement ratio and strength for each set of trial mix studies.  
In addition, a curve shall be plotted showing the relationship between 7 
day and 28 day strengths.  Each mixture shall be designed to promote easy 
and suitable concrete placement, consolidation and finishing, and to 
prevent segregation and excessive bleeding.

1.6.2   Proportioning Studies for Flexural Strength Concrete

Trial design batches, mixture proportioning studies, and testing 
requirements shall conform to the requirements specified in paragraph 
Proportioning Studies for Normal Weight Concrete, except that proportions 
shall be based on flexural strength as determined by test specimens (beams) 
fabricated in accordance with ASTM C 192 and tested in accordance with ASTM 
C 78.  Procedures given in ACI 211.1 shall be modified as necessary to 
accommodate flexural strength.

 [AM#3]

1.6.3   Average Compressive Strength Required for Mixtures
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The mixture proportions selected during mixture design studies shall 
produce a required average compressive strength (f'cr) exceeding the 
specified compressive strength (f'c) by the amount indicated below.  This 
required average compressive strength, f'cr, will not be a required 
acceptance criteria during concrete production.  However, whenever the 
daily average compressive strength at 28 days drops below f'cr during 
concrete production, or daily average 7-day strength drops below a strength 
correlated with the 28-day f'cr, the mixture shall be adjusted, as 
approved, to bring the daily average back up to f'cr.  During production, 
the required f'cr shall be adjusted, as appropriate, based on the standard 
deviation being attained on the job.

1.6.3.1   Computations from Test Records

Where a concrete production facility has test records, a standard deviation 
shall be established in accordance with the applicable provisions of ACI 
214.3R.  Test records from which a standard deviation is calculated shall 
represent materials, quality control procedures, and conditions similar to 
those expected; shall represent concrete produced to meet a specified 
strength or strengths (f'c) within 1,000 psi of that specified for proposed 
work; and shall consist of at least 30 consecutive tests.  A strength test 
shall be the average of the strengths of two cylinders made from the same 
sample of concrete and tested at 28 days.  Required average compressive 
strength f'cr used as the basis for selection of concrete proportions shall 
be the larger of the equations that follow using the standard deviation as 
determined above:

f'cr = f'c + 1.34S where units are in psi

f'cr = f'c + 2.33S - 500 where units are in psi

Where S = standard deviation

Where a concrete production facility does not have test records meeting the 
requirements above but does have a record based on 15 to 29 consecutive 
tests, a standard deviation shall be established as the product of the 
calculated standard deviation and a modification factor from the following 
table:

                            MODIFICATION FACTOR
  NUMBER OF TESTS           FOR STANDARD DEVIATION

      15                           1.16
      20                           1.08
      25                           1.03
   30 or more                      1.00

1.6.3.2   Computations without Previous Test Records

When a concrete production facility does not have sufficient field strength 
test records for calculation of the standard deviation, the required 
average strength f'cr shall be determined as follows:

If the specified compressive strength f'c is 3,000 to 5,000 psi,
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 f'cr = f'c + 1,200 psi

 [AM#3]1.7   STORAGE OF MATERIALS

Cement and other cementitious materials shall be stored in weathertight 
buildings, bins, or silos which will exclude moisture and contaminants and 
keep each material completely separated.  Aggregate stockpiles shall be 
arranged and used in a manner to avoid excessive segregation and to prevent 
contamination with other materials or with other sizes of aggregates.  
Aggregate shall not be stored directly on ground unless a sacrificial layer 
is left undisturbed.  Reinforcing bars and accessories shall be stored 
above the ground on platforms, skids or other supports.  Other materials 
shall be stored in such a manner as to avoid contamination and 
deterioration.  Admixtures which have been in storage at the project site 
for longer than 6 months or which have been subjected to freezing shall not 
be used unless retested and proven to meet the specified requirements.  
Materials shall be capable of being accurately identified after bundles or 
containers are opened.

1.8   GOVERNMENT ASSURANCE INSPECTION AND TESTING

Day-to day inspection and testing shall be the responsibility of the 
Contractor Quality Control (CQC) staff.  However, representatives of the 
Contracting Officer can and will inspect construction as considered 
appropriate and will monitor operations of the Contractor's CQC staff.  
Government inspection or testing will not relieve the Contractor of any of 
his CQC responsibilities.

1.8.1   Materials

The Government will sample and test aggregates, cementitious materials, 
other materials, and concrete to determine compliance with the 
specifications as considered appropriate.  The Contractor shall provide 
facilities and labor as may be necessary for procurement of representative 
test samples.  Samples of aggregates will be obtained at the point of 
batching in accordance with ASTM D 75.  Other materials will be sampled 
from storage at the jobsite or from other locations as considered 
appropriate.  Samples may be placed in storage for later testing when 
appropriate.

1.8.2   Fresh Concrete

Fresh concrete will be sampled as delivered in accordance with ASTM C 172 
and tested in accordance with these specifications, as considered necessary.

1.8.3   Hardened Concrete

Tests on hardened concrete will be performed by the Government when such 
tests are considered necessary.

1.8.4   Inspection

SECTION 03300  Page 13



Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

Concrete operations may be tested and inspected by the Government as the 
project progresses.  Failure to detect defective work or material will not 
prevent rejection later when a defect is discovered nor will it obligate 
the Government for final acceptance.

PART 2   PRODUCTS

2.1   CEMENTITIOUS MATERIALS

Cementitious Materials shall be portland cement, portland-pozzolan cement, 
or portland cement in combination with pozzolan and shall conform to 
appropriate specifications listed below.  Use of cementitious materials in 
concrete which will have surfaces exposed in the completed structure shall 
be restricted so there is no change in color, source, or type of 
cementitious material.

2.1.1   Portland Cement

ASTM C 150, Type I low alkali with a maximum 15 percent amount of 
tricalcium aluminate, or Type II low alkali or Type V.  White portland 
cement shall meet the above requirements except that it may be Type I, Type 
II or Type III low alkali.  White Type III shall be used only in specific 
areas of the structure, when approved in writing.  The alkali content shall 
not exceed 0.6 percent.

2.1.2   High-Early-Strength Portland Cement

ASTM C 150, Type III with tricalcium aluminate limited to 5 percent, low 
alkali.  Type III cement shall be used only in isolated instances and only 
when approved in writing.

2.1.3   Blended Cements

ASTM C 595, Type IP IS.

2.1.4   Pozzolan (Fly Ash)

ASTM C 618, Class F with the optional requirements for multiple factor, 
drying shrinkage, and uniformity from Table 2A of ASTM C 618.  Requirement 
for maximum alkalies from Table 1A of ASTM C 618 shall apply.  If pozzolan 
is used, it shall never be less than 15 percent nor more than 35 percent by 
weight of the total cementitious material.

2.2   AGGREGATES

Gradations on fine and coarse aggregates shall be performed twice a week 
during concreting operations.  Aggregates shall conform to the following.

2.2.1   Fine Aggregate

Fine aggregate shall conform to the quality and gradation requirements of 
ASTM C 33.

2.2.2   Coarse Aggregate
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Coarse aggregate shall conform to ASTM C 33, Class 5S.  Coarse aggregate 
shall be well graded from fine to coarse within prescribed limits.  Maximum 
nominal coarse aggregate size shall be 1 1/2" except as follows:

(a)  Nominal maximum size of aggregate shall be not larger than 1/5 the 
narrowest dimension between the sides of the forms of the member for which 
concrete is to be used nor larger than 3/4 the minimum clear spacing 
between bars.

(b)  Nominal maximum size of aggregate shall be not larger than 1/3 the 
slab thickness and shall not exceed 1 1/2" for slabs over 4 1/2" thick.

(c)  Where concrete is used as fill for lintel blocks, and other masonry 
units designated to be filled, the maximum size shall not exceed 1/2"..

2.2.3   Lightweight Aggregate

 [AM#3]

2.3   CHEMICAL ADMIXTURES

Chemical admixtures, when required or permitted, shall conform to the 
appropriate specification listed.  Admixtures shall be furnished in liquid 
form and of suitable concentration for easy, accurate control of dispensing.

2.3.1   Air-Entraining Admixture

ASTM C 260 and shall consistently entrain the air content in the specified 
ranges under field conditions.

2.3.2   Accelerating Admixture

ASTM C 494, Type C or E, except that calcium chloride or admixtures 
containing calcium chloride shall not be used.

2.3.3   Water-Reducing or Retarding Admixture

ASTM C 494, Type A, B, or D, except that the 6-month and 1-year compressive 
and flexural strength tests are waived.

2.3.4   High-Range Water Reducer

ASTM C 494, Type F or G, except that the 6-month and 1-year strength 
requirements are waived.  The admixture shall be used only when approved in 
writing, such approval being contingent upon particular mixture control as 
described in the Contractor's Quality Control Plan and upon performance of 
separate mixture design studies.

2.3.5   Surface Retarder

COE CRD-C 94.

2.3.6   Expanding Admixture
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Aluminum powder type expanding admixture conforming to ASTM C 937.

2.4   CURING MATERIALS

2.4.1   Impervious-Sheet

Impervious-sheet materials shall conform to ASTM C 171, type optional, 
except, that polyethylene sheet shall not be used.

2.4.2   Membrane-Forming Compound

Membrane-Forming curing compound shall conform to ASTM C 309, Type 1-D or 
2, except that only a styrene acrylate or chlorinated rubber compound 
meeting Class B requirements shall be used for surfaces that are to be 
painted or are to receive bituminous roofing, or waterproofing, or floors 
that are to receive adhesive applications of resilient flooring.  The 
curing compound selected shall be compatible with any subsequent paint, 
roofing, waterproofing, or flooring specified.  Nonpigmented compound shall 
contain a fugitive dye, and shall have the reflective requirements in ASTM 
C 309 waived.

2.4.3   Burlap and Cotton Mat

Burlap and cotton mat used for curing shall conform to AASHTO M 182.

2.5   WATER

Water for mixing and curing shall be fresh, clean, potable, and free of 
injurious amounts of oil, acid, salt, or alkali, except that non-potable 
water may be used if it meets the requirements of COE CRD-C 400.

2.6   NONSHRINK GROUT

Nonshrink grout shall conform to ASTM C 1107, Grade A, and shall be a 
commercial formulation suitable for the proposed application.

2.7   LATEX BONDING AGENT

Latex agents for bonding fresh to hardened concrete shall conform to ASTM C 
1059.

2.8   EPOXY RESIN

Epoxy resins for use in repairs shall conform to ASTM C 881, Type V, Grade 
2.  Class as appropriate to the existing ambient and surface temperatures.

2.9   EMBEDDED ITEMS

Embedded items shall be of the size and type indicated or as needed for the 
application.  Dovetail slots shall be galvanized steel.  Hangers for 
suspended ceilings shall be as specified in Section 09510 ACOUSTICAL 
CEILINGS.  Inserts for shelf angles and bolt hangers shall be of malleable 
iron or cast or wrought steel.
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2.10   FLOOR HARDENER

Floor hardener shall be a colorless aqueous solution containing zinc 
silicofluoride, magnesium silicofluoride, or sodium silicofluoride.  These 
silicofluorides can be used individually or in combination.  Proprietary 
hardeners may be used if approved in writing by the Contracting Officer.

2.11   VAPOR BARRIER

Vapor barrier shall be polyethylene sheeting with a minimum thickness of 6 
mils or other equivalent material having a vapor permeance rating not 
exceeding 0.5 perms as determined in accordance with ASTM E 96.

2.12   JOINT MATERIALS

2.12.1   Joint Fillers, Sealers, and Waterstops

Expansion joint fillers shall be preformed materials conforming to ASTM D 
1751 or ASTM D 1752.  Materials for waterstops shall be in accordance with 
Section 03150 EXPANSION JOINTS, CONTRACTION JOINTS, AND WATERSTOPS.  
Materials for and sealing of joints shall conform to the requirements of 
Section 07900 JOINT SEALING, 02760 FIELD MOLDED SEALANTS FOR SEALING JOINTS 
IN RIGID PAVEMENTS, or COMPRESSION JOINT SEALS FOR CONCRETE PAVEMENTS.

2.12.2   Contraction Joints in Slabs

 [AM#3]

PART 3   EXECUTION

3.1   PREPARATION FOR PLACING

Before commencing concrete placement, the following shall be performed.  
Surfaces to receive concrete shall be clean and free from frost, ice, mud, 
and water.  Forms shall be in place, cleaned, coated, and adequately 
supported, in accordance with Section 03100 STRUCTURAL CONCRETE FORMWORK.  
Reinforcing steel shall be in place, cleaned, tied, and adequately 
supported, in accordance with Section 03200 CONCRETE REINFORCEMENT.  
Transporting and conveying equipment shall be in-place, ready for use, 
clean, and free of hardened concrete and foreign material.  Equipment for 
consolidating concrete shall be at the placing site and in proper working 
order.  Equipment and material for curing and for protecting concrete from 
weather or mechanical damage shall be at the placing site, in proper 
working condition and in sufficient amount for the entire placement.  When 
hot, windy conditions during concreting appear probable, equipment and 
material shall be at the placing site to provide windbreaks, shading, 
fogging, or other action to prevent plastic shrinkage cracking or other 
damaging drying of the concrete.

3.1.1   Foundations

3.1.1.1   Concrete on Earth Foundations

SECTION 03300  Page 17



Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

Earth (subgrade, base, or subbase courses) surfaces upon which concrete is 
to be placed shall be clean, damp, and free from debris, frost, ice, and 
standing or running water.  Prior to placement of concrete, the foundation 
shall be well drained and shall be satisfactorily graded and uniformly 
compacted.

3.1.1.2   Preparation of Rock

Rock surfaces upon which concrete is to be placed shall be free from oil, 
standing or running water, ice, mud, drummy rock, coating, debris, and 
loose, semidetached or unsound fragments.  Joints in rock shall be cleaned 
to a satisfactory depth, as determined by the Contracting Officer, and to 
firm rock on the sides.  Immediately before the concrete is placed, rock 
surfaces shall be cleaned thoroughly by the use of air-water jets or 
sandblasting as specified below for Previously Placed Concrete.  Rock 
surfaces shall be kept continuously moist for at least 24 hours immediately 
prior to placing concrete thereon.  All horizontal and approximately 
horizontal surfaces shall be covered, immediately before the concrete is 
placed, with a layer of mortar proportioned similar to that in the concrete 
mixture.  Concrete shall be placed before the mortar stiffens.

3.1.1.3   Excavated Surfaces in Lieu of Forms

Concrete for footings and walls may be placed directly against the soil 
provided the earth or rock has been carefully trimmed, is uniform and 
stable, and meets the compaction requirements of Section 02315 EXCAVATION, 
FILLING, AND BACKFILLING FOR BUILDINGS.  The concrete shall be placed 
without becoming contaminated by loose material, and the outline of the 
concrete shall be within the specified tolerances.

3.1.2   Previously Placed Concrete

Concrete surfaces to which additional concrete is to be bonded shall be 
prepared for receiving the next horizontal lift by cleaning the 
construction joint surface with either air-water cutting, sandblasting, 
high-pressure water jet, or other approved method.  Concrete at the side of 
vertical construction joints shall be prepared as approved by the 
Contracting Officer.  Air-water cutting shall not be used on formed 
surfaces or surfaces congested with reinforcing steel.  Regardless of the 
method used, the resulting surfaces shall be free from all laitance and 
inferior concrete so that clean surfaces of well bonded coarse aggregate 
are exposed and make up at least 10-percent of the surface area, 
distributed uniformly throughout the surface.  The edges of the coarse 
aggregate shall not be undercut.  The surface of horizontal construction 
joints shall be kept continuously wet for the first 12 hours during the 
24-hour period prior to placing fresh concrete.  The surface shall be 
washed completely clean as the last operation prior to placing the next 
lift.  For heavy duty floors and two-course floors a thin coat of neat 
cement grout of about the consistency of thick cream shall be thoroughly 
scrubbed into the existing surface immediately ahead of the topping 
placing.  The grout shall be a 1:1 mixture of portland cement and sand 
passing the No. 8 sieve.  The topping concrete shall be deposited before 
the grout coat has had time to stiffen.
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3.1.2.1   Air-Water Cutting

Air-water cutting of a fresh concrete surface shall be performed at the 
proper time and only on horizontal construction joints.  The air pressure 
used in the jet shall be 100 psi plus or minus, 10 psi, and the water 
pressure shall be just sufficient to bring the water into effective 
influence of the air pressure.  When approved by the Contracting Officer, a 
surface retarder complying with the requirements of COE CRD-C 94 may be 
applied to the surface of the lift in order to prolong the period of time 
during which air-water cutting is effective.  After cutting, the surface 
shall be washed and rinsed as long as there is any trace of cloudiness of 
the wash water.  Where necessary to remove accumulated laitance, coatings, 
stains, debris, and other foreign material, high-pressure waterjet or 
sandblasting shall be used as the last operation before placing the next 
lift.

3.1.2.2   High-Pressure Water Jet

A stream of water under a pressure of not less than 3,000 psi shall be used 
for cutting and cleaning.  Its use shall be delayed until the concrete is 
sufficiently hard so that only the surface skin or mortar is removed and 
there is no undercutting of coarse-aggregate particles.  If the waterjet is 
incapable of a satisfactory cleaning, the surface shall be cleaned by 
sandblasting.

3.1.2.3   Wet Sandblasting

Wet sandblasting shall be used after the concrete has reached sufficient 
strength to prevent undercutting of the coarse aggregate particles.  After 
wet sandblasting, the surface of the concrete shall then be washed 
thoroughly to remove all loose materials.

3.1.2.4   Waste Disposal

The method used in disposing of waste water employed in cutting, washing, 
and rinsing of concrete surfaces shall be such that the waste water does 
not stain, discolor, or affect exposed surfaces of the structures, or 
damage the environment of the project area.  The method of disposal shall 
be subject to approval.

3.1.2.5   Preparation of Previously Placed Concrete

Concrete surfaces to which other concrete is to be bonded shall be abraded 
in an approved manner that will expose sound aggregate uniformly without 
damaging the concrete.  Laitance and loose particles shall be removed.  
Surfaces shall be thoroughly washed and shall be moist but without free 
water when concrete is placed.

3.1.3   Vapor Barrier

Vapor barrier shall be provided beneath the interior on-grade concrete 
floor slabs.  The greatest widths and lengths practicable shall be used to 
eliminate joints wherever possible.  Joints shall be lapped a minimum of 12 
inches.  Torn, punctured, or damaged vapor barrier material shall be 
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removed and new vapor barrier shall be provided prior to placing concrete.  
For minor repairs, patches may be made using laps of at least 12 inches.  
Lapped joints shall be sealed and edges patched with pressure-sensitive 
adhesive or tape not less than 2 inches wide and compatible with the 
membrane.  Vapor barrier shall be placed directly on underlying subgrade, 
base course, or capillary water barrier, unless it consists of crushed 
material or large granular material which could puncture the vapor barrier. 
 In this case, the surface shall be choked with a light layer of sand, as 
approved, before placing the vapor barrier.  A 2 inch layer of compacted, 
clean concrete sand (fine aggregate) shall be placed on top of the vapor 
barrier before placing concrete.  Concrete placement shall be controlled so 
as to prevent damage to the vapor barrier, or any covering sand.

3.1.4   Embedded Items

Before placement of concrete, care shall be taken to determine that all 
embedded items are firmly and securely fastened in place as indicated on 
the drawings, or required.  Conduit and other embedded items shall be clean 
and free of oil and other foreign matter such as loose coatings or rust, 
paint, and scale.  The embedding of wood in concrete will be permitted only 
when specifically authorized or directed.  Voids in sleeves, inserts, and 
anchor slots shall be filled temporarily with readily removable materials 
to prevent the entry of concrete into voids.  Welding shall not be 
performed on embedded metals within 1 foot of the surface of the concrete.  
Tack welding shall not be performed on or to embedded items.

3.2   CONCRETE PRODUCTION

3.2.1   Batching, Mixing, and Transporting Concrete

Concrete shall either be batched and mixed onsite or shall be furnished 
from a ready-mixed concrete plant.  Ready-mixed concrete shall be batched, 
mixed, and transported in accordance with ASTM C 94, except as otherwise 
specified.  Truck mixers, agitators, and nonagitating transporting units 
shall comply with NRMCA TMMB 100.  Ready-mix plant equipment and facilities 
shall be certified in accordance with NRMCA QC 3.  Approved batch tickets 
shall be furnished for each load of ready-mixed concrete.  Site-mixed 
concrete shall conform to the following subparagraphs. 

3.2.1.1   General

The batching plant shall be located off site close to the project.  The 
batching, mixing and placing system shall have a capacity of at least 65  
cubic yards per hour.  The batching plant shall conform to the requirements 
of NRMCA CPMB 100 and as specified; however, rating plates attached to 
batch plant equipment are not required.

3.2.1.2   Batching Equipment

The batching controls shall be semiautomatic or automatic, as defined in 
NRMCA CPMB 100.  A semiautomatic batching system shall be provided with 
interlocks such that the discharge device cannot be actuated until the 
indicated material is within the applicable tolerance.  The batching system 
shall be equipped with accurate recorder or recorders that meet the 
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requirements of NRMCA CPMB 100.  The weight of water and admixtures shall 
be recorded if batched by weight.  Separate bins or compartments shall be 
provided for each size group of aggregate and type of cementitious 
material, to prevent intermingling at any time.  Aggregates shall be 
weighed either in separate weigh batchers with individual scales or, 
provided the smallest size is batched first, cumulatively in one weigh 
batcher on one scale.  Aggregate shall not be weighed in the same batcher 
with cementitious material.  If both portland cement and other cementitious 
material are used, they may be batched cumulatively, provided that the 
portland cement is batched first.  Water may be measured by weight or 
volume.  Water shall not be weighed or measured cumulatively with another 
ingredient.  Filling and discharging valves for the water metering or 
batching system shall be so interlocked that the discharge valve cannot be 
opened before the filling valve is fully closed.  Piping for water and for 
admixtures shall be free from leaks and shall be properly valved to prevent 
backflow or siphoning.  Admixtures shall be furnished as a liquid of 
suitable concentration for easy control of dispensing.  An adjustable, 
accurate, mechanical device for measuring and dispensing each admixture 
shall be provided.  Each admixture dispenser shall be interlocked with the 
batching and discharging operation of the water so that each admixture is 
separately batched and individually discharged automatically in a manner to 
obtain uniform distribution throughout the water as it is added to the 
batch in the specified mixing period.  When use of truck mixers makes this 
requirement impractical, the admixture dispensers shall be interlocked with 
the sand batchers.  Different admixtures shall not be combined prior to 
introduction in water and shall not be allowed to intermingle until in 
contact with the cement.  Admixture dispensers shall have suitable devices 
to detect and indicate flow during dispensing or have a means for visual 
observation.  The plant shall be arranged so as to facilitate the 
inspection of all operations at all times.  Suitable facilities shall be 
provided for obtaining representative samples of aggregates from each bin 
or compartment, and for sampling and calibrating the dispensing of 
cementitious material, water, and admixtures.  Filling ports for 
cementitious materials bins or silos shall be clearly marked with a 
permanent sign stating the contents.

3.2.1.3   Scales

The weighing equipment shall conform to the applicable requirements of CPMB 
Concrete Plant Standard, and of NIST HB 44, except that the accuracy shall 
be plus or minus 0.2 percent of scale capacity.  The Contractor shall 
provide standard test weights and any other auxiliary equipment required 
for checking the operating performance of each scale or other measuring 
devices.  The tests shall be made at the specified frequency in the 
presence of a Government inspector.  The weighing equipment shall be 
arranged so that the plant operator can conveniently observe all dials or 
indicators.

3.2.1.4   Batching Tolerances

(A)  Tolerances with Weighing Equipment

SECTION 03300  Page 21



Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

                                    PERCENT OF REQUIRED
                 MATERIAL                  WEIGHT

          Cementitious materials         0 to plus 2
          Aggregate                      plus or minus 2
          Water                          plus or minus 1
          Chemical admixture             0 to plus 6

(B)  Tolerances with Volumetric Equipment

For volumetric batching equipment used for water and admixtures, the 
following tolerances shall apply to the required volume of material being 
batched:

                                PERCENT OF REQUIRED
              MATERIAL                 MATERIAL

             Water:                  plus or minus 1 percent
             Chemical admixtures:    0 to plus 6 percent

3.2.1.5   Moisture Control

The plant shall be capable of ready adjustment to compensate for the 
varying moisture content of the aggregates and to change the weights of the 
materials being batched.

3.2.1.6   Concrete Mixers

Mixers shall be stationary mixers or truck mixers.  Mixers shall be capable 
of combining the materials into a uniform mixture and of discharging this 
mixture without segregation.  The mixers shall not be charged in excess of 
the capacity recommended by the manufacturer.  The mixers shall be operated 
at the drum or mixing blade speed designated by the manufacturer.  The 
mixers shall be maintained in satisfactory operating condition, and the 
mixer drums shall be kept free of hardened concrete.  Should any mixer at 
any time produce unsatisfactory results, its use shall be promptly 
discontinued until it is repaired.

3.2.1.7   Stationary Mixers

Concrete plant mixers shall be drum-type mixers of tilting, nontilting, 
horizontal-shaft, or vertical-shaft type, or shall be pug mill type and 
shall be provided with an acceptable device to lock the discharge mechanism 
until the required mixing time has elapsed.  The mixing time and uniformity 
shall conform to all the requirements in ASTM C 94 applicable to 
central-mixed concrete.

3.2.1.8   Truck Mixers

Truck mixers, the mixing of concrete therein, and concrete uniformity shall 
conform to the requirements of ASTM C 94.  A truck mixer may be used either 
for complete mixing (transit-mixed) or to finish the partial mixing done in 
a stationary mixer (shrink-mixed).  Each truck shall be equipped with two 
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counters from which it is possible to determine the number of revolutions 
at mixing speed and the number of revolutions at agitating speed.  Water 
shall not be added at the placing site unless specifically approved; and in 
no case shall it exceed the specified w/c.  Any such water shall be 
injected at the base of the mixer, not at the discharge end.

3.3   LIGHTWEIGHT AGGREGATE CONCRETE

 [AM#3]

3.4   TRANSPORTING CONCRETE TO PROJECT SITE

Concrete shall be transported to the placing site in truck mixers, 
agitators, or by approved pumping equipment or conveyors.  Nonagitating 
equipment, other than pumps, shall not be used for transporting lightweight 
aggregate concrete.

3.5   CONVEYING CONCRETE ON SITE

Concrete shall be conveyed from mixer or transporting unit to forms as 
rapidly as possible and within the time interval specified by methods which 
will prevent segregation or loss of ingredients using following equipment.  
Conveying equipment shall be cleaned before each placement.

3.5.1   Buckets

The interior hopper slope shall be not less than 58 degrees from the 
horizontal, the minimum dimension of the clear gate opening shall be at 
least 5 times the nominal maximum-size aggregate, and the area of the gate 
opening shall not be less than 2 square feet.The maximum dimension of the 
gate opening shall not be greater than twice the minimum dimension.  The 
bucket gates shall be essentially grout tight when closed and may be 
manually, pneumatically, or hydraulically operated except that buckets 
larger than 2 cubic yards shall not be manually operated.  The design of 
the bucket shall provide means for positive regulation of the amount and 
rate of deposit of concrete in each dumping position.

3.5.2   Transfer Hoppers

Concrete may be charged into nonagitating hoppers for transfer to other 
conveying devices.  Transfer hoppers shall be capable of receiving concrete 
directly from delivery vehicles and shall have conical-shaped discharge 
features.  The transfer hopper shall be equipped with a hydraulically 
operated gate and with a means of external vibration to effect complete 
discharge.  Concrete shall not be held in nonagitating transfer hoppers 
more than 30 minutes.

3.5.3   Trucks

Truck mixers operating at agitating speed or truck agitators used for 
transporting plant-mixed concrete shall conform to the requirements of ASTM 
C 94.  Nonagitating equipment shall be used only for transporting 
plant-mixed concrete over a smooth road and when the hauling time is less 
than 15 minutes.  Bodies of nonagitating equipment shall be smooth, 

SECTION 03300  Page 23



Force XXI Soldier Development Center - Phase II FHGI2
ACCOMPANYING AMENDMENT NO. 0003 TO SOLICITATION NO. DACA63-00-B-0010

watertight, metal containers specifically designed to transport concrete, 
shaped with rounded corners to minimize segregation, and equipped with 
gates that will permit positive control of the discharge of the concrete.

3.5.4   Chutes

When concrete can be placed directly from a truck mixer, agitator, or 
nonagitating equipment, the chutes normally attached to this equipment by 
the manufacturer may be used.  A discharge deflector shall be used when 
required by the Contracting Officer.  Separate chutes and other similar 
equipment will not be permitted for conveying concrete.

3.5.5   Belt Conveyors

Belt conveyors shall be designed and operated to assure a uniform flow of 
concrete from mixer to final place of deposit without segregation of 
ingredients or loss of mortar and shall be provided with positive means, 
such as discharge baffle or hopper , for preventing segregation of the 
concrete at the transfer points and the point of placing.  Belt conveyors 
shall be constructed such that the idler spacing shall not exceed 36 inches.
  The belt speed shall be a minimum of 300 feet per minute and a maximum of 
750 feet per minute.  If concrete is to be placed through installed 
horizontal or sloping reinforcing bars, the conveyor shall discharge 
concrete into a pipe or elephant truck that is long enough to extend 
through the reinforcing bars.

3.5.6   Concrete Pumps

Concrete may be conveyed by positive displacement pump when approved.  The 
pumping equipment shall be piston or squeeze pressure type; pneumatic 
placing equipment shall not be used.  The pipeline shall be rigid steel 
pipe or heavy-duty flexible hose.  The inside diameter of the pipe shall be 
at least 3 times the nominal maximum-size coarse aggregate in the concrete 
mixture to be pumped but not less than 4 inches.  Aluminum pipe shall not 
be used.

3.6   PLACING CONCRETE

Mixed concrete shall be discharged within 1-1/2 hours or before the mixer 
drum has revolved 300 revolutions, whichever comes first after the 
introduction of the mixing water to the cement and aggregates.  When the 
concrete temperature exceeds 85 degrees F, the time shall be reduced to 45 
minutes.  Concrete shall be placed within 15 minutes after it has been 
discharged from the transporting unit.  Concrete shall be handled from 
mixer or transporting unit to forms in a continuous manner until the 
approved unit of operation is completed.  Adequate scaffolding, ramps and 
walkways shall be provided so that personnel and equipment are not 
supported by in-place reinforcement.  Placing will not be permitted when 
the sun, heat, wind, or limitations of facilities furnished by the 
Contractor prevent proper consolidation, finishing and curing.  Sufficient 
placing capacity shall be provided so that concrete can be kept free of 
cold joints.

3.6.1   Depositing Concrete
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Concrete shall be deposited as close as possible to its final position in 
the forms, and there shall be no vertical drop greater than 5 feet except 
where suitable equipment is provided to prevent segregation and where 
specifically authorized.  Depositing of the concrete shall be so regulated 
that it will be effectively consolidated in horizontal layers not more than 
12 inches thick, except that all slabs shall be placed in a single layer.  
Concrete to receive other construction shall be screeded to the proper 
level.  Concrete shall be deposited continuously in one layer or in layers 
so that fresh concrete is deposited on in-place concrete that is still 
plastic.  Fresh concrete shall not be deposited on concrete that has 
hardened sufficiently to cause formation of seams or planes of weakness 
within the section.  Concrete that has surface dried, partially hardened, 
or contains foreign material shall not be used.  When temporary spreaders 
are used in the forms, the spreaders shall be removed as their service 
becomes unnecessary.  Concrete shall not be placed in slabs over columns 
and walls until concrete in columns and walls has been in-place at least 
two hours or until the concrete begins to lose its plasticity.  Concrete 
for beams, girders, brackets, column capitals, haunches, and drop panels 
shall be placed at the same time as concrete for adjoining slabs.

3.6.2   Consolidation

Immediately after placing, each layer of concrete shall be consolidated by 
internal vibrators, except for slabs 4 inches thick or less. The vibrators 
shall at all times be adequate in effectiveness and number to properly 
consolidate the concrete; a spare vibrator shall be kept at the jobsite 
during all concrete placing operations.  The vibrators shall have a 
frequency of not less than 10,000 vibrations per minute, an amplitude of at 
least 0.025 inch, and the head diameter shall be appropriate for the 
structural member and the concrete mixture being placed.  Vibrators shall 
be inserted vertically at uniform spacing over the area of placement.  The 
distance between insertions shall be approximately 1-1/2 times the radius 
of action of the vibrator so that the area being vibrated will overlap the 
adjacent just-vibrated area by a reasonable amount.  The vibrator shall 
penetrate rapidly to the bottom of the layer and at least 6 inches into the 
preceding layer if there is such.  Vibrator shall be held stationary until 
the concrete is consolidated and then vertically withdrawn slowly while 
operating.  Form vibrators shall not be used unless specifically approved 
and unless forms are constructed to withstand their use.  Vibrators shall 
not be used to move concrete within the forms.  Slabs 4 inches and less in 
thickness shall be consolidated by properly designed vibrating screeds or 
other approved technique.  Excessive vibration of lightweight concrete 
resulting in segration or flotation of coarse aggregate shall be prevented. 
 Frequency and amplitude of vibrators shall be determined in accordance 
with COE CRD-C 521.  Grate tampers ("jitterbugs") shall not be used.

3.6.3   Cold Weather Requirements

Special protection measures, approved by the Contracting Officer, shall be 
used if freezing temperatures are anticipated before the expiration of the 
specified curing period.  The ambient temperature of the air where concrete 
is to be placed and the temperature of surfaces to receive concrete shall 
be not less than 40 degrees F.  The temperature of the concrete when placed 
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shall be not less than 50 degrees F nor more than 75 degrees F.  Heating of 
the mixing water or aggregates will be required to regulate the concrete 
placing temperature.  Materials entering the mixer shall be free from ice, 
snow, or frozen lumps.  Salt, chemicals or other materials shall not be 
incorporated in the concrete to prevent freezing.  Upon written approval, 
an accelerating admixture conforming to ASTM C 494, Type C or E may be 
used, provided it contains no calcium chloride.  Calcium chloride shall not 
be used.

3.6.4   Hot Weather Requirements

When the ambient temperature during concrete placing is expected to exceed 
85 degrees F, the concrete shall be placed and finished with procedures 
previously submitted and as specified herein.  The concrete temperature at 
time of delivery to the forms shall not exceed the temperature shown in the 
table below when measured in accordance with ASTM C 1064.  Cooling of the 
mixing water or aggregates or placing concrete in the cooler part of the 
day may be required to obtain an adequate placing temperature.  A retarder 
may be used, as approved, to facilitate placing and finishing.  Steel forms 
and reinforcements shall be cooled as approved prior to concrete placement 
when steel temperatures are greater than 120 degrees F.  Conveying and 
placing equipment shall be cooled if necessary to maintain proper 
concrete-placing temperature.

         Maximum Allowable Concrete Placing Temperature
         ______________________________________________

   Relative Humidity, Percent,      Maximum Allowable Concrete
         During Time of                 Temperature
      Concrete Placement                  Degrees
      __________________                  _______

         Greater than 60                   90 F
             40-60                         85 F
         Less than 40                      80 F

3.6.4.1   Additional Hot Weather Requirements

Concrete shall be place in accordance with ACI 305R.  During periods of 
warm weather, the following precautions shall be taken to prevent the 
formation of plastic-shrinkage cracks resulting from excessive loss of 
moisture from the concrete:

a.  The metal forms and/or underlying base or subgrade materials that will 
not be covered by vapor barriet or similar material shall be cooled by 
sprinkling or fogging with water immediately before the placement of 
concrtete.

b.  All concrete shall be delivered to the forms at a temperature below 85 
degrees F, except that concrete with retarding admixtures may have 
temperatures of 85 degrees to 90 degrees F as deposited in the forms.

c.  Placement may be allowed only at night or in early morning hours if 
necessary to maintain the concrete temperature and keep forms cool.
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d.  The concrete shall be placed and finished as rapidly as practicable and 
curing will start immediately after final finishing has been completed on 
any section of a floor or placement.

e.  The finished surface of the concrete shall be kept damp by applying a 
water fog or mist with approved spraying equipment until mats can be 
applied as required by the moist curing method.

f.  Curing for the first 24 hours after placement shall be by the moist 
curing method.  After this initial curing period any of the specified 
methods may be used for the remaining period of curing.

3.6.5   Prevention of Plastic Shrinkage Cracking

During hot weather with low humidity, and particularly with appreciable 
wind, as well as interior placements when space heaters produce low 
humidity, the Contractor shall be alert to the tendency for plastic 
shrinkage cracks to develop and shall institute measures to prevent this.  
Particular care shall be taken if plastic shrinkage cracking is potentially 
imminent and especially if it has developed during a previous placement.  
Periods of high potential for plastic shrinkage cracking can be anticipated 
by use of Fig. 2.1.5 of ACI 305R.  In addition the concrete placement shall 
be further protected by erecting shades and windbreaks and by applying fog 
sprays of water, sprinkling, ponding or wet covering.  Plastic shrinkage 
cracks that occur shall be filled by injection of epoxy resin as directed, 
after the concrete hardens.  Plastic shrinkage cracks shall never be 
troweled over or filled with slurry.

3.6.6   Placing Concrete in Congested Areas

Special care shall be used to ensure complete filling of the forms, 
elimination of all voids, and complete consolidation of the concrete when 
placing concrete in areas congested with reinforcing bars, embedded items, 
waterstops and other tight spacing.  An appropriate concrete mixture shall 
be used, and the nominal maximum size of aggregate (NMSA) shall meet the 
specified criteria when evaluated for the congested area.  Vibrators with 
heads of a size appropriate for the clearances available shall be used, and 
the consolidation operation shall be closely supervised to ensure complete 
and thorough consolidation at all points.  Where necessary, splices of 
reinforcing bars shall be alternated to reduce congestion.  Where two mats 
of closely spaced reinforcing are required, the bars in each mat shall be 
placed in matching alignment to reduce congestion.  Reinforcing bars may be 
temporarily crowded to one side during concrete placement provided they are 
returned to exact required location before concrete placement and 
consolidation are completed.

3.6.7   Placing Flowable Concrete

If a plasticizing admixture conforming to ASTM C 1017 is used or if a Type 
F or G high range water reducing admixture is permitted to increase the 
slump, the concrete shall meet all requirements of paragraph GENERAL 
REQUIREMENTS in PART 1.  Extreme care shall be used in conveying and 
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placing the concrete to avoid segregation.  Consolidation and finishing 
shall meet all requirements of paragraphs Placing Concrete, Finishing 
Formed Surfaces, and Finishing Unformed Surfaces.  No relaxation of 
requirements to accommodate flowable concrete will be permitted.

3.7   JOINTS

Joints shall be located and constructed as indicated or approved.  Joints 
not indicated on the drawings shall be located and constructed to minimize 
the impact on the strength of the structure.  In general, such joints shall 
be located near the middle of the spans of supported slabs, beams, and 
girders unless a beam intersects a girder at this point, in which case the 
joint in the girder shall be offset a distance equal to twice the width of 
the beam.  Joints in walls and columns shall be at the underside of floors, 
slabs, beams, or girders and at the tops of footings or floor slabs, unless 
otherwise approved.  Joints shall be perpendicular to the main 
reinforcement.  All reinforcement shall be continued across joints; except 
that reinforcement or other fixed metal items shall not be continuous 
through expansion joints, or through construction or contraction joints in 
slabs on grade.  Reinforcement shall be  2 inches clear from each joint.  
Except where otherwise indicated, construction joints between interior 
slabs on grade and vertical surfaces shall consist of  30 pound 
asphalt-saturated felt, extending for the full depth of the slab.  The 
perimeters of the slabs shall be free of fins, rough edges, spalling, or 
other unsightly appearance.  Reservoir for sealant for construction and 
contraction joints in slabs shall be formed to the dimensions shown on the 
drawings by removing snap-out joint-forming inserts, by sawing sawable 
inserts, or by sawing to widen the top portion of sawed joints.  Joints to 
be sealed shall be cleaned and sealed as indicated and in accordance with 
Section 07900 JOINT SEALING.

3.7.1   Construction Joints

For concrete other than slabs on grade, construction joints shall be 
located so that the unit of operation does not exceed 60 feet.  Concrete 
shall be placed continuously so that each unit is monolithic in 
construction.  Fresh concrete shall not be placed against adjacent hardened 
concrete until it is at least 24 hours old.  Construction joints shall be 
located as indicated or approved.  Where concrete work is interrupted by 
weather, end of work shift or other similar type of delay, location and 
type of construction joint shall be subject to approval of the Contracting 
Officer.  Unless otherwise indicated and except for slabs on grade, 
reinforcing steel shall extend through construction joints.  Construction 
joints in slabs on grade shall be keyed or doweled as shown.  Concrete 
columns, walls, or piers shall be in place at least 2 hours, or until the 
concrete begins to lose its plasticity, before placing concrete for beams, 
girders, or slabs thereon.  In walls having door or window openings, lifts 
shall terminate at the top and bottom of the opening.  Other lifts shall 
terminate at such levels as to conform to structural requirements or 
architectural details.  Where horizontal construction joints in walls or 
columns are required, a strip of 1 inch square-edge lumber, bevelled and 
oiled to facilitate removal, shall be tacked to the inside of the forms at 
the construction joint.  Concrete shall be placed to a point 1 inch above 
the underside of the strip.  The strip shall be removed 1 hour after the 
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concrete has been placed, and any irregularities in the joint line shall be 
leveled off with a wood float, and all laitance shall be removed.  Prior to 
placing additional concrete, horizontal construction joints shall be 
prepared as specified in paragraph Previously Placed Concrete.

3.7.2   Contraction Joints in Slabs on Grade

Contraction joints shall be located and detailed as shown on the drawings.  
Contraction Joints shall be produced by forming a weakened plane in the 
concrete slab by  [AM#3], or sawing a continuous slot with a concrete saw.  
Regardless of method used to produce the weakened plane, it shall be 1/4 
the depth of the slab thickness and between 1/8 and 3/16 inch wide.  For 
saw-cut joints, cutting shall be timed properly with the set of the 
concrete.  Cutting shall be started as soon as the concrete has hardened 
sufficiently to prevent ravelling of the edges of the saw cut.  Cutting 
shall be completed before shrinkage stresses become sufficient to produce 
cracking.  Reservoir for joint sealant shall be formed as previously 
specified.

3.7.3   Waterstops

Waterstops shall be installed in conformance with the locations and details 
shown on the drawings using materials and procedures specified in Section 
03150 EXPANSION JOINTS, CONTRACTION JOINTS, AND WATERSTOPS.

3.7.4   Dowels and Tie Bars

Dowels and tie bars shall be installed at the locations shown on the 
drawings and to the details shown, using materials and procedures specified 
in Section 03200 CONCRETE REINFORCEMENT and herein.  Conventional smooth 
"paving" dowels shall be installed in slabs using approved methods to hold 
the dowel in place during concreting within a maximum alignment tolerance 
of 1/8 inch in 12 inches.  "Structural" type deformed bar dowels, or tie 
bars, shall be installed to meet the specified tolerances.  Care shall be 
taken during placing adjacent to and around dowels and tie bars to ensure 
there is no displacement of the dowel or tie bar and that the concrete 
completely embeds the dowel or tie bar and is thoroughly consolidated.

3.8   FINISHING FORMED SURFACES

Forms, form materials, and form construction are specified in Section 03100 
STRUCTURAL CONCRETE FORMWORK.  Finishing of formed surfaces shall be as 
specified herein.  Unless another type of architectural or special finish 
is specified, surfaces shall be left with the texture imparted by the forms 
except that defective surfaces shall be repaired.  Unless painting of 
surfaces is required, uniform color of the concrete shall be maintained by 
use of only one mixture without changes in materials or proportions for any 
structure or portion of structure that requires a Class A or B finish.  
Except for major defects, as defined hereinafter, surface defects shall be 
repaired as specified herein within 24 hours after forms are removed.  
Repairs of the so-called "plaster-type" will not be permitted in any 
location.  Tolerances of formed surfaces shall conform to the requirements 
of ACI 117/117R.  These tolerances apply to the finished concrete surface, 
not to the forms themselves; forms shall be set true to line and grade.  
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Form tie holes requiring repair and other defects whose depth is at least 
as great as their surface diameter shall be repaired as specified in 
paragraph Damp-Pack Mortar Repair.  Defects whose surface diameter is 
greater than their depth shall be repaired as specified in paragraph Repair 
of Major Defects.  Repairs shall be finished flush with adjacent surfaces 
and with the same surface texture.  The cement used for all repairs shall 
be a blend of job cement with white cement proportioned so that the final 
color after curing and aging will be the same as the adjacent concrete.  
Concrete with excessive honeycomb, or other defects which affect the 
strength of the member, will be rejected.  Repairs shall be demonstrated to 
be acceptable and free from cracks or loose or drummy areas at the 
completion of the contract and, for Class A and B Finishes, shall be 
inconspicuous.  Repairs not meeting these requirements will be rejected and 
shall be replaced.

3.8.1   Class B Finish

Class B finish is required in the stairwell.  Fins, ravelings, and loose 
material shall be removed, all surface defects over 1/2 inch in diameter or 
more than 1/2 inch deep, shall be repaired and, except as otherwise 
indicated or as specified in Section 03100 STRUCTURAL CONCRETE FORMWORK, 
holes left by removal of form ties shall be reamed and filled.  Defects 
more than 1/2 inch in diameter shall be cut back to sound concrete, but in 
all cases at least 1 inch deep.  The Contractor shall prepare a sample 
panel for approval (as specified in PART 1) before commencing repair, 
showing that the surface texture and color match will be attained.

3.8.2   Class C and Class D Finish

Class C finish is required on concealed surfaces not exposed to view and 
not covered by a Clas D finish.  Class D finish may be used on foundation 
surfaces against which backfill will be placed.  Fins, ravelings, and loose 
material shall be removed, and, except as otherwise indicated or as 
specified in Section 03100 STRUCTURAL CONCRETE FORMWORK, holes left by 
removal of form ties shall be reamed and filled.  Honeycomb and other 
defects more than 1/2 inch deep or more than 2 inches in diameter shall be 
repaired.  Defects more than 2 inches in diameter shall be cut back to 
sound concrete, but in all cases at least 1 inch deep.

3.9   REPAIRS

3.9.1   Damp-Pack Mortar Repair

Form tie holes requiring repair and other defects whose depth is at least 
as great as their surface diameter but not over  4 inchesshall be repaired 
by the damp-pack mortar method.  Form tie holes shall be reamed and other 
similar defects shall be cut out to sound concrete.  The void shall then be 
thoroughly cleaned, thoroughly wetted, brush-coated with a thin coat of 
neat cement grout and filled with mortar.  Mortar shall be a stiff mix of 1 
part portland cement to 2 parts fine aggregate passing the  No. 16 mesh 
sieve, and minimum amount of water.  Only sufficient water shall be used to 
produce a mortar which, when used, will stick together on being molded into 
a ball by a slight pressure of the hands and will not exude water but will 
leave the hands damp.  Mortar shall be mixed and allowed to stand for 30 to 
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45 minutes before use with remixing performed immediately prior to use.  
Mortar shall be thoroughly tamped in place in thin layers using a hammer 
and hardwood block.  Holes passing entirely through walls shall be 
completely filled from the inside face by forcing mortar through to the 
outside face.  All holes shall be packed full.  Damp-pack repairs shall be 
moist cured for at least 48 hours.

3.9.2   Repair of Major Defects

Major defects will be considered to be those more than 1/2 inch deep or, 
for Class B finishes, more than 1/2 inch in diameter and, for Class C and D 
finishes, more than 2 inches in diameter.  Also included are any defects of 
any kind whose depth is over 4 inches or whose surface diameter is greater 
than their depth.  Major defects shall be repaired as specified below.

3.9.2.1   Surface Application of Mortar Repair

Defective concrete shall be removed, and removal shall extend into 
completely sound concrete.  Approved equipment and procedures which will 
not cause cracking or microcracking of the sound concrete shall be used.  
If reinforcement is encountered, concrete shall be removed so as to expose 
the reinforcement for at least 2 inches on all sides.  All such defective 
areas greater than 12 square inches shall be outlined by saw cuts at least 
1 inch deep.  Defective areas less than 12 square inches shall be outlined 
by a 1 inch deep cut with a core drill in lieu of sawing.  All saw cuts 
shall be straight lines in a rectangular pattern in line with the formwork 
panels.  After concrete removal, the surface shall be thoroughly cleaned by 
high pressure washing to remove all loose material.  Surfaces shall be kept 
continually saturated for the first 12 of the 24 hours immediately before 
placing mortar and shall be damp but not wet at the time of commencing 
mortar placement.  The Contractor, at his option, may use either 
hand-placed mortar or mortar placed with a mortar gun.  If hand-placed 
mortar is used, the edges of the cut shall be perpendicular to the surface 
of the concrete.  The prepared area shall be brush-coated with a thin coat 
of neat cement grout.  The repair shall then be made using a stiff mortar, 
preshrunk by allowing the mixed mortar to stand for 30 to 45 minutes and 
then remixed, thoroughly tamped into place in thin layers.  If hand-placed 
mortar is used, the Contractor shall test each repair area for drumminess 
by firm tapping with a hammer and shall inspect for cracks, both in the 
presence of the Contracting Officer's representative, immediately before 
completion of the contract, and shall replace any showing drumminess or 
cracking.  If mortar placed with a mortar gun is used, the gun shall be a 
small compressed air-operated gun to which the mortar is slowly hand fed 
and which applies the mortar to the surface as a high-pressure stream, as 
approved.  Repairs made using shotcrete equipment will not be accepted.  
The mortar used shall be the same mortar as specified for damp-pack mortar 
repair.  If gun-placed mortar is used, the edges of the cut shall be 
beveled toward the center at a slope of 1:1.  All surface applied mortar 
repairs shall be continuously moist cured for at least 7 days.  Moist 
curing shall consist of several layers of saturated burlap applied to the 
surface immediately after placement is complete and covered with 
polyethylene sheeting, all held closely in place by a sheet of plywood or 
similar material rigidly braced against it.  Burlap shall be kept 
continually wet.
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3.10   FINISHING UNFORMED SURFACES

The finish of all unformed surfaces shall meet the requirements of 
paragraph Tolerances in PART 1, when tested as specified herein.

3.10.1   General

The ambient temperature of spaces adjacent to unformed surfaces being 
finished and of the base on which concrete will be placed shall be not less 
than 50 degrees F.  In hot weather all requirements of paragraphs Hot 
Weather Requirements and Prevention of Plastic Shrinkage Cracking shall be 
met.  Unformed surfaces that are not to be covered by additional concrete 
or backfill shall have a float finish, with additional finishing as 
specified below, and shall be true to the elevation shown on the drawings.  
Surfaces to receive additional concrete or backfill shall be brought to the 
elevation shown on the drawings, properly consolidated, and left true and 
regular.  Unless otherwise shown on the drawings, exterior surfaces shall 
be sloped for drainage, as directed.  Where drains are provided, interior 
floors shall be evenly sloped to the drains.  Joints shall be carefully 
made with a jointing or edging tool.  The finished surfaces shall be 
protected from stains or abrasions.  Grate tampers or "jitterbugs" shall 
not be used for any surfaces.  The dusting of surfaces with dry cement or 
other materials or the addition of any water during finishing shall not be 
permitted.  If bleedwater is present prior to finishing, the excess water 
shall be carefully dragged off or removed by absorption with porous 
materials such as burlap.  During finishing operations, extreme care shall 
be taken to prevent over finishing or working water into the surface; this 
can cause "crazing" (surface shrinkage cracks which appear after hardening) 
of the surface.  Any slabs with surfaces which exhibit significant crazing 
shall be removed and replaced.  During finishing operations, surfaces shall 
be checked with a 10 foot straightedge, applied in both directions at 
regular intervals while the concrete is still plastic, to detect high or 
low areas.

 [AM#3]
3.10.2   Floated Finish

Slabs to receive more than a rough slab finish shall next be given a wood 
float finish.  The screeding shall be followed immediately by darbying or 
bull floating before bleeding water is present, to bring the surface to a 
true, even plane.  Then, after the concrete has stiffened so that it will 
withstand a man's weight without imprint of more than 1/4 inch and the 
water sheen has disappeared, it shall be floated to a true and even plane 
free of ridges.  Floating shall be performed by use of suitable hand floats 
or power driven equipment.  Sufficient pressure shall be used on the floats 
to bring a film of moisture to the surface.  Hand floats shall be made of 
wood, magnesium, or aluminum.  Lightweight concrete or concrete that 
exhibits stickiness shall be floated with a magnesium float.  Care shall be 
taken to prevent over-finishing or incorporating water into the surface.

3.10.3   Troweled Finish

After floating is complete and after the surface moisture has disappeared, 
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unformed surfaces shall be steel-troweled to a smooth, even, dense finish, 
free from blemishes including trowel marks.  In lieu of hand finishing, an 
approved power finishing machine may be used in accordance with the 
directions of the machine manufacturer.  Additional trowelings shall be 
performed, either by hand or machine until the surface has been troweled 3 
times, with waiting period between each.  Care shall be taken to prevent 
blistering and if such occurs, troweling shall immediately be stopped and 
operations and surfaces corrected.  A final hard steel troweling shall be 
done by hand, with the trowel tipped, and using hard pressure, when the 
surface is at a point that the trowel will produce a ringing sound.  The 
finished surface shall be thoroughly consolidated and shall be essentially 
free of trowel marks and be uniform in texture and appearance.  The 
concrete mixture used for troweled finished areas shall be adjusted, if 
necessary, in order to provide sufficient fines (cementitious material and 
fine sand) to finish properly.

3.10.4   Non-Slip Finish

Non-slip floors shall be constructed in accordance with the following 
subparagraphs.

3.10.4.1   Broomed

Exterior stairwell tread surfaces shall be given a broomed finish.  After 
floating, the surface shall be lightly steel troweled, and then carefully 
scored by pulling a hair coarse or fiber push-type broom across the 
surface.  Brooming shall be transverse to traffic or at right angles to the 
slope of the slab.  After the end of the curing period, the surface shall 
be vigorously broomed with a coarse fiber broom to remove all loose or 
semi-detached particles.

3.11   FLOOR HARDENER

All exposed concrete floor surfaces shall be treated with floor hardener.  
Floor hardener shall be applied after the concrete has been cured and then 
air dried for 28 days.  Three coats shall be applied, each the day after 
the preceding coat was applied.  For the first application, one pound of 
the silocofluoride shall be dissolved in one gallon of water.  For 
subsequent applications, the solution shall be two pounds of silicofluoride 
to each gallon of water.  Floor should be mopped with clear water shortly 
after the preceding application has dried to remove encrusted salts.  
Proprietary hardeners shall be applied in accordance with the 
manufacturer's instructions.  During application, area should be well 
ventilated.  Precautions shall be taken when applying silicofluorides due 
to the toxicity of the salts.  Any compound that contacts glass or aluminum 
should be immediately removed with clear water.

3.12   EXTERIOR SLAB AND RELATED ITEMS

3.12.1   Pavements

Pavements shall be constructed where shown on the drawings.  After forms 
are set and underlying material prepared as specified, the concrete shall 
be placed uniformly throughout the area and thoroughly vibrated.  As soon 
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as placed and vibrated, the concrete shall be struck off and screeded to 
the crown and cross section and to such elevation above grade that when 
consolidated and finished, the surface of the pavement will be at the 
required elevation.  The entire surface shall be tamped with the strike 
off, or consolidated with a vibrating screed, and this operation continued 
until the required compaction and reduction of internal and surface voids 
are accomplished.  Care shall be taken to prevent bringing excess paste to 
the surface.  Immediately following the final consolidation of the surface, 
the pavement shall be floated longitudinally from bridges resting on the 
side forms and spanning but not touching the concrete.  If necessary, 
additional concrete shall be placed and screeded, and the float operated 
until a satisfactory surface has been produced.  The floating operation 
shall be advanced not more than half the length of the float and then 
continued over the new and previously floated surfaces.  After finishing is 
completed but while the concrete is still plastic, minor irregularities and 
score marks in the pavement surface shall be eliminated by means of 
long-handled cutting straightedges.  Straightedges shall be 12 feet in 
length and shall be operated from the sides of the pavement and from 
bridges.  A straightedge operated from the side of the pavement shall be 
equipped with a handle 3 feet longer than one-half the width of the 
pavement.  The surface shall then be tested for trueness with a 12 foot 
straightedge held in successive positions parallel and at right angles to 
the center line of the pavement, and the whole area covered as necessary to 
detect variations.  The straightedge shall be advanced along the pavement 
in successive stages of not more than one-half the length of the 
straightedge.  Depressions shall be immediately filled with freshly mixed 
concrete, struck off, consolidated, and refinished.  Projections above the 
required elevation shall also be struck off and refinished.  The 
straightedge testing and finishing shall continue until the entire surface 
of the concrete is true.  Before the surface sheen has disappeared and well 
before the concrete becomes nonplastic, the surface of the pavement shall 
be given a nonslip sandy surface texture by belting with approved "belt" 
and procedures or use of a burlap drag.  A strip of clean, wet burlap from 
3 to 5 feet wide and 2 feet longer than the pavement width shall be 
carefully pulled across the surface.  Edges and joints shall be rounded 
with an edger having a radius of 1/8 inch.  Curing shall be as specified.

3.12.2   Sidewalks

Concrete shall be 4 inches minimum thickness.  Contraction joints shall be 
provided at 5 feet spaces unless otherwise indicated.  Contraction joints 
shall be cut 1 inch deep with a jointing tool after the surface has been 
finished.  Transverse expansion joints 1/2 inch thick shall be provided at 
changes in direction and where sidewalk abuts curbs, steps, rigid pavement, 
or other similar structures.  Sidewalks shall be given a lightly broomed 
finish.  A transverse slope of 1/4 inch per foot shall be provided, unless 
otherwise indicated.  Variations in cross section shall be limited to 1/4 
inch in 5 feet.

3.12.3   Curbs and Gutters

Concrete shall be formed, placed, and finished by hand using a properly 
shaped "mule" or constructed using a slipform machine specially designed 
for this work.  Contraction joints shall be cut 3 inches deep with a 
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jointing tool after the surface has been finished.  Expansion joints (1/2 
inch wide) shall be provided at 100 feet maximum spacing unless otherwise 
indicated.  Exposed surfaces shall be finished using a stiff bristled brush.

3.12.4   Pits and Trenches

Pits and trenches shall be constructed as indicated on the drawings.  
Bottoms and walls shall be placed monolithically or waterstops and keys, 
shall be provided as approved.

3.13   CURING AND PROTECTION

3.13.1   General

Concrete shall be cured by an approved method for the period of time given 
below:

Concrete with Type III cement           3 days
All other concrete                      7 days

Immediately after placement, concrete shall be protected from premature 
drying, extremes in temperatures, rapid temperature change, mechanical 
injury and damage from rain and flowing water for the duration of the 
curing period.  Air and forms in contact with concrete shall be maintained 
at a temperature above 50 degrees F for the first 3 days and at a 
temperature above 32 degrees F for the remainder of the specified curing 
period.  Exhaust fumes from combustion heating units shall be vented to the 
outside of the enclosure, and heaters and ducts shall be placed and 
directed so as not to cause areas of overheating and drying of concrete 
surfaces or to create fire hazards.  Materials and equipment needed for 
adequate curing and protection shall be available and at the site prior to 
placing concrete.  No fire or excessive heat, including welding, shall be 
permitted near or in direct contact with the concrete at any time.  Except 
as otherwise permitted by paragraph Membrane Forming Curing Compounds, 
moist curing shall be provided for any areas to receive floor hardener, any 
paint or other applied coating, or to which other concrete is to be bonded.
  Except for plastic coated burlap, impervious sheeting alone shall not be 
used for curing.

3.13.2   Moist Curing

Concrete to be moist-cured shall be maintained continuously wet for the 
entire curing period, commencing immediately after finishing.  If water or 
curing materials used stain or discolor concrete surfaces which are to be 
permanently exposed, the concrete surfaces shall be cleaned as approved.  
When wooden forms are left in place during curing, they shall be kept wet 
at all times.  If steel forms are used in hot weather, nonsupporting 
vertical forms shall be broken loose from the concrete soon after the 
concrete hardens and curing water continually applied in this void.  If the 
forms are removed before the end of the curing period, curing shall be 
carried out as on unformed surfaces, using suitable materials.  Surfaces 
shall be cured by ponding, by continuous sprinkling, by continuously 
saturated burlap or cotton mats, or by continuously saturated plastic 
coated burlap.  Burlap and mats shall be clean and free from any 
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contamination and shall be completely saturated before being placed on the 
concrete.  The Contractor shall have an approved work system to ensure that 
moist curing is continuous 24 hours per day.

3.13.3   Membrane Forming Curing Compounds

Membrane forming curing compounds shall be used only on surfaces in the 
following areas: vertical walls, sidewalks, and gradebeams.  Membrane 
curing shall not be used on surfaces that are to receive any subsequent 
treatment depending on adhesion or bonding to the concrete, including 
surfaces to which a smooth finish is to be applied or other concrete to be 
bonded.  However, a styrene acrylate or chlorinated rubber compound meeting 
ASTM C 309, Class B requirements, may be used for surfaces which are to be 
painted or are to receive bituminous roofing or waterproofing, or floors 
that are to receive adhesive applications of resilient flooring.  The 
curing compound selected shall be compatible with any subsequent paint, 
roofing, waterproofing or flooring specified.  Membrane curing compound 
shall not be used on surfaces that are maintained at curing temperatures 
with free steam.  Curing compound shall be applied to formed surfaces 
immediately after the forms are removed and prior to any patching or other 
surface treatment except the cleaning of loose sand, mortar, and debris 
from the surface.  All surfaces shall be thoroughly moistened with water.  
Curing compound shall be applied to slab surfaces as soon as the bleeding 
water has disappeared, with the tops of joints being temporarily sealed to 
prevent entry of the compound and to prevent moisture loss during the 
curing period.  The curing compound shall be applied in a two-coat 
continuous operation by approved motorized power-spraying equipment 
operating at a minimum pressure of 75 psi, at a uniform coverage of not 
more than 400 square feet per gallon for each coat, and the second coat 
shall be applied perpendicular to the first coat.  Concrete surfaces which 
have been subjected to rainfall within 3 hours after curing compound has 
been applied shall be resprayed by the method and at the coverage 
specified.  Surfaces on which clear compound is used shall be shaded from 
direct rays of the sun for the first 3 days.  Surfaces coated with curing 
compound shall be kept free of foot and vehicular traffic, and from other 
sources of abrasion and contamination during the curing period.

3.13.4   Impervious Sheeting

The following concrete surfaces may be cured using impervious sheets: slabs. 
 However, except for plastic coated burlap, impervious sheeting alone shall 
not be used for curing.  Impervious-sheet curing shall only be used on 
horizontal or nearly horizontal surfaces.  Surfaces shall be thoroughly 
wetted and be completely covered with the sheeting.  Sheeting shall be at 
least 18 inches wider than the concrete surface to be covered.  Covering 
shall be laid with light-colored side up.  Covering shall be lapped not 
less than 12 inches and securely weighted down or shall be lapped not less 
than 4 inches and taped to form a continuous cover with completely closed 
joints.  The sheet shall be weighted to prevent displacement so that it 
remains in contact with the concrete during the specified length of curing. 
 Coverings shall be folded down over exposed edges of slabs and secured by 
approved means.  Sheets shall be immediately repaired or replaced if tears 
or holes appear during the curing period.
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3.13.5   Ponding or Immersion

Concrete shall be continually immersed throughout the curing period.  Water 
shall not be more than 20 degrees F less than the temperature of the 
concrete.

3.13.6   Cold Weather Curing and Protection

When the daily ambient low temperature is less than 32 degrees F the 
temperature of the concrete shall be maintained above 40 degrees F for the 
first seven days after placing.  During the period of protection removal, 
the air temperature adjacent to the concrete surfaces shall be controlled 
so that concrete near the surface will not be subjected to a temperature 
differential of more than 25 degrees F as determined by suitable 
temperature measuring devices furnished by the Government, as required, and 
installed adjacent to the concrete surface and 2 inches inside the surface 
of the concrete.  The installation of the thermometers shall be made by the 
Contractor as directed.

3.14   SETTING BASE PLATES AND BEARING PLATES

After being properly positioned, column base plates, bearing plates for 
beams and similar structural members, and machinery and equipment base 
plates shall be set to the proper line and elevation with damp-pack bedding 
mortar, except where nonshrink grout is indicated.  The thickness of the 
mortar or grout shall be approximately 1/24 the width of the plate, but not 
less than 3/4 inch.  Concrete and metal surfaces in contact with grout 
shall be clean and free of oil and grease, and concrete surfaces in contact 
with grout shall be damp and free of laitance when grout is placed.  
Nonshrink grout shall be used for column baseplates.

3.14.1   Damp-Pack Bedding Mortar

Damp-pack bedding mortar shall consist of 1 part cement and 2-1/2 parts 
fine aggregate having water content such that a mass of mortar tightly 
squeezed in the hand will retain its shape but will crumble when disturbed. 
 The space between the top of the concrete and bottom of the bearing plate 
or base shall be packed with the bedding mortar by tamping or ramming with 
a bar or rod until it is completely filled.

3.14.2   Nonshrink Grout

Nonshrink grout shall be a ready-mixed material requiring only the addition 
of water.  Water content shall be the minimum that will provide a flowable 
mixture and completely fill the space to be grouted without segregation, 
bleeding, or reduction of strength.

3.14.2.1   Mixing and Placing of Nonshrink Grout

Mixing and placing shall be in conformance with the material manufacturer's 
instructions and as specified therein.  Ingredients shall be thoroughly 
dry-mixed before adding water.  After adding water, the batch shall be 
mixed for 3 minutes.  Batches shall be of size to allow continuous 
placement of freshly mixed grout.  Grout not used within 30 minutes after 
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mixing shall be discarded.  The space between the top of the concrete or 
machinery-bearing surface and the plate shall be filled solid with the 
grout.  Forms shall be of wood or other equally suitable material for 
completely retaining the grout on all sides and on top and shall be removed 
after the grout has set.  The placed grout shall be carefully worked by 
rodding or other means to eliminate voids; however, overworking and 
breakdown of the initial set shall be avoided.  Grout shall not be 
retempered or subjected to vibration from any source.  Where clearances are 
unusually small, placement shall be under pressure with a grout pump.  
Temperature of the grout, and of surfaces receiving the grout, shall be 
maintained at 65 to 85 degrees F until after setting.

3.14.2.2   Treatment of Exposed Surfaces

For metal-oxidizing nonshrink grout, exposed surfaces shall be cut back 1 
inch and immediately covered with a parge coat of mortar consisting of 1 
part portland cement and 2-1/2 parts fine aggregate by weight, with 
sufficient water to make a plastic mixture.  The parge coat shall have a 
smooth finish.  For other mortars or grouts, exposed surfaces shall have a 
smooth-dense finish and be left untreated.  Curing shall comply with 
paragraph CURING AND PROTECTION.

3.15   TESTING AND INSPECTION FOR CONTRACTOR QUALITY CONTROL

The Contractor shall perform the inspection and tests described below and, 
based upon the results of these inspections and tests, shall take the 
action required and shall submit specified reports.  When, in the opinion 
of the Contracting Officer, the concreting operation is out of control, 
concrete placement shall cease and the operation shall be corrected.  The 
laboratory performing the tests shall be onsite and shall conform with ASTM 
C 1077.  Materials may be subjected to check testing by the Government from 
samples obtained at the manufacturer, at transfer points, or at the project 
site.  The Government will inspect the laboratory, equipment, and test 
procedures prior to start of concreting operations and at least once per 
week thereafter for conformance with ASTM C 1077.  All technicians sampling 
and testing concrete shall be ACI concrete field testing technicians Grade 
I certified.  Testing lab personnel shall be present during all concrete 
placements.

3.15.1   Grading and Corrective Action

3.15.1.1   Fine Aggregate

At least once during each shift when the concrete plant is operating, there 
shall be one sieve analysis and fineness modulus determination in 
accordance with ASTM C 136 and COE CRD-C 104 for the fine aggregate or for 
each fine aggregate if it is batched in more than one size or 
classification.  The location at which samples are taken may be selected by 
the Contractor as the most advantageous for control.  However, the 
Contractor is responsible for delivering fine aggregate to the mixer within 
specification limits.  When the amount passing on any sieve is outside the 
specification limits, the fine aggregate shall be immediately resampled and 
retested.  If there is another failure on any sieve, the fact shall 
immediately reported to the Contracting Officer, concreting shall be 
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stopped, and immediate steps taken to correct the grading.

3.15.1.2   Coarse Aggregate

At least once during each shift in which the concrete plant is operating, 
there shall be a sieve analysis in accordance with ASTM C 136 for each size 
of coarse aggregate.  The location at which samples are taken may be 
selected by the Contractor as the most advantageous for production control. 
 However, the Contractor shall be responsible for delivering the aggregate 
to the mixer within specification limits.  A test record of samples of 
aggregate taken at the same locations shall show the results of the current 
test as well as the average results of the five most recent tests including 
the current test.  The Contractor may adopt limits for control coarser than 
the specification limits for samples taken other than as delivered to the 
mixer to allow for degradation during handling.  When the amount passing 
any sieve is outside the specification limits, the coarse aggregate shall 
be immediately resampled and retested.  If the second sample fails on any 
sieve, that fact shall be reported to the Contracting Officer.  Where two 
consecutive averages of 5 tests are outside specification limits, the 
operation shall be considered out of control and shall be reported to the 
Contracting Officer.  Concreting shall be stopped and immediate steps shall 
be taken to correct the grading.

3.15.2   Quality of Aggregates

Thirty days prior to the start of concrete placement, the Contractor shall 
perform all tests for aggregate quality required by ASTM C 33.  In 
addition, after the start of concrete placement, the Contractor shall 
perform tests for aggregate quality at least every three months, and when 
the source of aggregate or aggregate quality changes.  Samples tested after 
the start of concrete placement shall be taken immediately prior to 
entering the concrete mixer.

3.15.3   Scales, Batching and Recording

The accuracy of the scales shall be checked by test weights prior to start 
of concrete operations and at least once every three months.  Such tests 
shall also be made as directed whenever there are variations in properties 
of the fresh concrete that could result from batching errors.  Once a week 
the accuracy of each batching and recording device shall be checked during 
a weighing operation by noting and recording the required weight, recorded 
weight, and the actual weight batched.  At the same time, the Contractor 
shall test and ensure that the devices for dispensing admixtures are 
operating properly and accurately.  When either the weighing accuracy or 
batching accuracy does not comply with specification requirements, the 
plant shall not be operated until necessary adjustments or repairs have 
been made.  Discrepancies in recording accuracies shall be corrected 
immediately.

3.15.4   Batch-Plant Control

The measurement of concrete materials including cementitious materials, 
each size of aggregate, water, and admixtures shall be continuously 
controlled.  The aggregate weights and amount of added water shall be 
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adjusted as necessary to compensate for free moisture in the aggregates.  
The amount of air-entraining agent shall be adjusted to control air content 
within specified limits.  A report shall be prepared indicating type and 
source of cement used, type and source of pozzolan or slag used, amount and 
source of admixtures used, aggregate source, the required aggregate and 
water weights per cubic yard, amount of water as free moisture in each size 
of aggregate, and the batch aggregate and water weights per cubic yard for 
each class of concrete batched during each day's plant operation.

3.15.5   Concrete Mixture

a.  Air Content Testing.  Air content tests shall be made when test 
specimens are fabricated.  In addition, at least two tests for air 
content shall be made on randomly selected batches of each 
separate concrete mixture produced during each 8-hour period of 
concrete production.  Additional tests shall be made when 
excessive variation in workability is reported by the placing 
foreman or Government inspector.  Tests shall be made in 
accordance with ASTM C 231 for normal weight concrete and ASTM C 
173 for lightweight concrete.  Test results shall be plotted on 
control charts which shall at all times be readily available to 
the Government and shall be submitted weekly.  Copies of the 
current control charts shall be kept in the field by testing crews 
and results plotted as tests are made.  When a single test result 
reaches either the upper or lower action limit, a second test 
shall immediately be made.  The results of the two tests shall be 
averaged and this average used as the air content of the batch to 
plot on both the air content and the control chart for range, and 
for determining need for any remedial action.  The result of each 
test, or average as noted in the previous sentence, shall be 
plotted on a separate control chart for each mixture on which an 
"average line" is set at the midpoint of the specified air content 
range from paragraph Air Entrainment.  An upper warning limit and 
a lower warning limit line shall be set 1.0 percentage point above 
and below the average line, respectively.  An upper action limit 
and a lower action limit line shall be set 1.5 percentage points 
above and below the average line, respectively.  The range between 
each two consecutive tests shall be plotted on a secondary control 
chart for range where an upper warning limit is set at 2.0 
percentage points and an upper action limit is set at 3.0 
percentage points.  Samples for air content may be taken at the 
mixer, however, the Contractor is responsible for delivering the 
concrete to the placement site at the stipulated air content.  If 
the Contractor's materials or transportation methods cause air 
content loss between the mixer and the placement, correlation 
samples shall be taken at the placement site as required by the 
Contracting Officer, and the air content at the mixer controlled 
as directed.

b.  Air Content Corrective Action.  Whenever points on the control 
chart for percent air reach either warning limit, an adjustment 
shall immediately be made in the amount of air-entraining 
admixture batched.  As soon as practical after each adjustment, 
another test shall be made to verify the result of the adjustment. 
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 Whenever a point on the secondary control chart for range reaches 
the warning limit, the admixture dispenser shall be recalibrated 
to ensure that it is operating accurately and with good 
reproducibility.  Whenever a point on either control chart reaches 
an action limit line, the air content shall be considered out of 
control and the concreting operation shall immediately be halted 
until the air content is under control.  Additional air content 
tests shall be made when concreting is restarted.

c.  Slump Testing.  In addition to slump tests which shall be made 
when test specimens are fabricated, at least four slump tests 
shall be made on randomly selected batches in accordance with ASTM 
C 143 for each separate concrete mixture produced during each 
8-hour or less period of concrete production each day.  Also, 
additional tests shall be made when excessive variation in 
workability is reported by the placing foreman or Government 
inspector.  Test results shall be plotted on control charts which 
shall at all times be readily available to the Government and 
shall be submitted weekly.  Copies of the current control charts 
shall be kept in the field by testing crews and results plotted as 
tests are made.  When a single slump test reaches or goes beyond 
either the upper or lower action limit, a second test shall 
immediately be made.  The results of the two tests shall be 
averaged and this average used as the slump of the batch to plot 
on both the control charts for slump and the chart for range, and 
for determining need for any remedial action.  Limits shall be set 
on separate control charts for slump for each type of mixture.  
The upper warning limit shall be set at  1/2 inch below the 
maximum allowable slump specified in paragraph Slump in PART 1 for 
each type of concrete and an upper action limit line and lower 
action limit line shall be set at the maximum and minimum 
allowable slumps, respectively, as specified in the same 
paragraph.  The range between each consecutive slump test for each 
type of mixture shall be plotted on a single control chart for 
range on which an upper action limit is set at  2 inches.  Samples 
for slump shall be taken at the mixer.  However, the Contractor is 
responsible for delivering the concrete to the placement site at 
the stipulated slump.  If the Contractor's materials or 
transportation methods cause slump loss between the mixer and the 
placement, correlation samples shall be taken at the placement 
site as required by the Contracting Officer, and the slump at the 
mixer controlled as directed.

d.  Slump Corrective Action.  Whenever points on the control charts 
for slump reach the upper warning limit, an adjustment shall 
immediately be made in the batch weights of water and fine 
aggregate.  The adjustments are to be made so that the total water 
content does not exceed that amount allowed by the maximum w/c 
ratio specified, based on aggregates which are in a saturated 
surface dry condition.  When a single slump reaches the upper or 
lower action limit, no further concrete shall be delivered to the 
placing site until proper adjustments have been made.  Immediately 
after each adjustment, another test shall be made to verify the 
correctness of the adjustment.  Whenever two consecutive 
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individual slump tests, made during a period when there was no 
adjustment of batch weights, produce a point on the control chart 
for range at or above the upper action limit, the concreting 
operation shall immediately be halted, and the Contractor shall 
take appropriate steps to bring the slump under control.  
Additional slump tests shall be made as directed.

e.  Temperature.  The temperature of the concrete shall be measured 
when compressive strength specimens are fabricated.  Measurement 
shall be in accordance with ASTM C 1064.  The temperature shall be 
reported along with the compressive strength data.

f.  Strength Specimens.  At least one set of test specimens shall be 
made, for compressive or flexural strength as appropriate, on each 
different concrete mixture placed during the day for each 75 cubic 
yards or portion thereof or each 5000 square feet or portion 
thereof, whichever is greater, of that concrete mixture placed 
each day.  Additional sets of test specimens shall be made, as 
directed by the Contracting Officer, when the mixture proportions 
are changed or when low strengths have been detected.  A truly 
random (not haphazard) sampling plan shall be developed by the 
Contractor and approved by the Contracting Officer prior to the 
start of construction.  The plan shall assure that sampling is 
done in a completely random and unbiased manner.  A set of test 
specimens for concrete with a 28-day specified strength per 
paragraph Strength Requirements in PART 1 shall consist of four 
specimens, two to be tested at 7 days and two at 28 days.  [A set 
of test specimens for concrete with a 90-day strength per the same 
paragraph shall consist of six specimens, two tested at 7 days, 
two at 28 days, and two at 90 days.]  Test specimens shall be 
molded and cured in accordance with ASTM C 31/C 31M and tested in 
accordance with ASTM C 39 for test cylinders and ASTM C 78 for 
test beams.  Results of all strength tests shall be reported 
immediately to the Contracting Officer.  Quality control charts 
shall be kept for individual strength "tests", ("test" as defined 
in paragraph Strength Requirements in PART 1) moving average of 
last 3 "tests" for strength, and moving average for range for the 
last 3 "tests" for each mixture.  The charts shall be similar to 
those found in ACI 214.3R.

3.15.6   Inspection Before Placing

Foundations, construction joints, forms, and embedded items shall be 
inspected by the Contractor in sufficient time prior to each concrete 
placement in order to certify to the Contracting Officer that they are 
ready to receive concrete.  The results of each inspection shall be 
reported in writing.

3.15.7   Placing

The placing foreman shall supervise placing operations, shall determine 
that the correct quality of concrete or grout is placed in each location as 
specified and as directed by the Contracting Officer, and shall be 
responsible for measuring and recording concrete temperatures and ambient 
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temperature hourly during placing operations, weather conditions, time of 
placement, volume placed, and method of placement.  The placing foreman 
shall not permit batching and placing to begin until it has been verified 
that an adequate number of vibrators in working order and with competent 
operators are available.  Placing shall not be continued if any pile of 
concrete is inadequately consolidated.  If any batch of concrete fails to 
meet the temperature requirements, immediate steps shall be taken to 
improve temperature controls.

3.15.8   Vibrators

The frequency and amplitude of each vibrator shall be determined in 
accordance with COE CRD-C 521 prior to initial use and at least once a 
month when concrete is being placed.  Additional tests shall be made as 
directed when a vibrator does not appear to be adequately consolidating the 
concrete.  The frequency shall be determined while the vibrator is 
operating in concrete with the tachometer being held against the upper end 
of the vibrator head while almost submerged and just before the vibrator is 
withdrawn from the concrete.  The amplitude shall be determined with the 
head vibrating in air.  Two measurements shall be taken, one near the tip 
and another near the upper end of the vibrator head, and these results 
averaged.  The make, model, type, and size of the vibrator and frequency 
and amplitude results shall be reported in writing.  Any vibrator not 
meeting the requirements of paragraph Consolidation, shall be immediately 
removed from service and repaired or replaced.

3.15.9   Curing Inspection

a.  Moist Curing Inspections.  At least once each shift, and not less 
than twice per day on both work and non-work days, an inspection 
shall be made of all areas subject to moist curing.  The surface 
moisture condition shall be noted and recorded.

b.  Moist Curing Corrective Action.  When a daily inspection report 
lists an area of inadequate curing, immediate corrective action 
shall be taken, and the required curing period for those areas 
shall be extended by 1 day.

c.  Membrane Curing Inspection.  No curing compound shall be applied 
until the Contractor has verified that the compound is properly 
mixed and ready for spraying.  At the end of each operation, the 
Contractor shall estimate the quantity of compound used by 
measurement of the container and the area of concrete surface 
covered, shall compute the rate of coverage in square feet per 
gallon, and shall note whether or not coverage is uniform.

d.  Membrane Curing Corrective Action.  When the coverage rate of the 
curing compound is less than that specified or when the coverage 
is not uniform, the entire surface shall be sprayed again.

e.  Sheet Curing Inspection.  At least once each shift and once per 
day on non-work days, an inspection shall be made of all areas 
being cured using impervious sheets.  The condition of the 
covering and the tightness of the laps and tapes shall be noted 
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and recorded.

f.  Sheet Curing Corrective Action.  When a daily inspection report 
lists any tears, holes, or laps or joints that are not completely 
closed, the tears and holes shall promptly be repaired or the 
sheets replaced, the joints closed, and the required curing period 
for those areas shall be extended by 1 day.

3.15.10   Cold-Weather Protection

At least once each shift and once per day on non-work days, an inspection 
shall be made of all areas subject to cold-weather protection.  Any 
deficiencies shall be noted, corrected, and reported.

3.15.11   Mixer Uniformity

a.  Stationary Mixers.  Prior to the start of concrete placing and 
once every 6 months when concrete is being placed, or once for 
every 75,000 cubic yards of concrete placed, whichever results in 
the shortest time interval, uniformity of concrete mixing shall be 
determined in accordance with ASTM C 94.

b.  Truck Mixers.  Prior to the start of concrete placing and at least 
once every 6 months when concrete is being placed, uniformity of 
concrete mixing shall be determined in accordance with ASTM C 94.  
The truck mixers shall be selected randomly for testing.  When 
satisfactory performance is found in one truck mixer, the 
performance of mixers of substantially the same design and 
condition of the blades may be regarded as satisfactory.

c.  Mixer Uniformity Corrective Action.  When a mixer fails to meet 
mixer uniformity requirements, either the mixing time shall be 
increased, batching sequence changed, batch size reduced, or 
adjustments shall be made to the mixer until compliance is 
achieved.

3.15.12   Reports

All results of tests or inspections conducted shall be reported informally 
as they are completed and in writing daily.  A weekly report shall be 
prepared for the updating of control charts covering the entire period from 
the start of the construction season through the current week.  During 
periods of cold-weather protection, reports of pertinent temperatures shall 
be made daily.  These requirements do not relieve the Contractor of the 
obligation to report certain failures immediately as required in preceding 
paragraphs.  Such reports of failures and the action taken shall be 
confirmed in writing in the routine reports.  The Contracting Officer has 
the right to examine all contractor quality control records.

        -- End of Section --
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